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1 Overview
This Functional Specification defines communication with Network board for XF71.
Commands are designed to communicate with Network board, but most commands are also
available to remote-control a projector through RS-232C from a computer. Therefore, commands
are defined as Expand Serial Commands.
The operation by some commands depends on Optional Board installed in Input Slot of the
projector.

This document assumes that Option Boards are installed.

2 Serial Interface Specification

2.1 Transfer Specification

ltems Specification
Synchronous System Asynchronous
Transmission Speed 9600 / 19200
Data Length 8 hit
Parity N/A
Stop Bit 1
Flow Control N/A

1) Transmission Speed: initial setting value is 19200

2) Transmission Speed can be changed in Service Mode

2.2 Connection
Dedicated serial cables that come with a projector must be used for the connection between a

computer and the projector.

PC Projector

COM1 Serial Port IN

cD m T N.C.
RXD 20 0?2 RXD
TED | 30O X O3 | TXD
DTR | 40 04| NC.
5G 5O 05 =G
DSR | 60 06 | NC.
RTS | 70 07| RTS
CTs a0 (o F:] CTS
RING E/ & M.C.
D-Sub 9 Pin D-Sub 9 Pin

Connect COM port of the computer to SERIAL PORT IN of the projector.

COM Port (COM1 or COM2) of a computer is specified by control software of the computer.
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3 Notes for communication
Expand Serial Command is defined as a single command per line that starts with “C” and ends with
carriage return (Ox0D).
When a projector receives carriage return (Ox0D), it starts decoding.
There are two types of commands as below:
Example of Functional Execution Command:"CF_BRIGHT 032" [CR]
Example of Status Read Command: “CR_BRIGHT” [CR]
Note) “ " indicates a space
It clears the information of buffer in the following cases:
- when the projector receives LF (Ox0A) or EOF (0x1A).
- when it takes more than one second to receive a single command
(Until receiving the carriage return after the reception of the first data)
The projector processes the command and returns the response within a few ms to 8000 ms after
the reception of the command. When several commands are sent in succession, do not send
another command unless the response to the previous command has been returned. Need to
confirm that the processing of the current command has been completed and returned the response
before sending another command.

Command

PC - Projector | “CF_BRIGHT 032’ |[CR] |

v

1
Projector » PC ' “000” | [CR]

Command processing  Response

(A few ms — 8000 ms)
Note) when the computer sends another command before the previous response has been
returned, the projector may not operate properly.
Note) when the current command processing has not completed, another command process can

not be accepted by the projector

Normally it is less than 1000ms for the completion of receiving a command and returning the

response, but it takes more than 1000ms for some Functional Execution Commands as listed

below:

Command ltem
CF_IMAGE Select Image Mode
CF_INPUT Select Input
CF_SCREEN Select Screen Size
CF_SYSTEM Select System
CF_INPUT1 Select Input 1 and Signal (concurrent execution)
CF_INPUT2 Select Input 2 and Signal
CF_INPUT3 Select Input 3 and Signal
CF_INPUT4 Select Input 4 and Signal
CF_IMAGEADJ Reset/Store for Image Adjustment

It takes about 8 seconds for internal initialization after plugging in AC power. During this time it

cannot process commands. Do not issue any command.
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4 Notation
Data from a controller to a projector is represented as COMMAND, and data from a projector to a
controller in response to the incoming command is represented as RESPONSE.
[CR]: Carriage Return Code
The command ends with carriage return code.
The response also ends with carriage return code.
_: Space Code
All space code is indicated by ().
%21: Parameter included in command

When there is more than one parameter, they are represented as %2, %3...
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5 Functional Execution Command Table

5.1 Image Command Table

Execute command

ltem

CF_CONT_%1[CR]

Set value of Contrast

CF_BRIGHT_%1[CR]

Set value of Brightness

CF_COLOR_%1[CR]

Set value of Color

CF_TINT_%1[CR]

Set value of Tint

CF_COLMNSAV_%1[CR]

Set area to store current values of Color Management

CF_COLMNLD_%I1[CR]

Set area to load values of Color Management

CF_APCTRL_%1[CR]

Set level of Auto Picture Control

CF_COLTEMP_%1[CR]

Set level of Color Temperature

CF_WBAL-R_%1[CR]

Set Red value of White Balance

CF_WBAL-G_%1[CR]

Set Green value of White Balance

CF_WBAL-B_%1[CR]

Set Blue value of White Balance

CF_OFFSET-R_%1 [CR]

Set Red value of Offset

CF_OFFSET-G_%1 [CR]

Set Green value of Offset

CF_OFFSET-B_%1 [CR]

Set Blue value of Offset

CF_SHARP_%1[CR]

Set value of Sharpness

CF_GAMMA_%1[CR]

Set value of Gamma

CF_NZRED_%1[CR]

Set ON/OFF of Noise reduction

CF_PROGV_%1[CR]

Set mode of Progressive scan

CF_IMAGE_%1[CR]

Set Image mode

CF_IMAGEADJ_%1[CR]

Set Store/Reset of values in Image Adjustment

52PC

Control Command Table

Execute command

ltem

CF_FSYNC_%1[CR]

Set value of Fine Sync

CF_TDOTS_%1[CR]

Set value of Total Dots

CF_CLAMP_%1[CR]

Set value of Clamp

CF_H-POS_%1[CR]

Set value of Horizontal Position

CF_V-POS_%1[CR]

Set value of Vertical Position

CF_DDOTS_%1[CR]

Set value of Display Dots

CF_DLINE_%1[CR]

Set value of Display Line

CF_SETPCADJ_%1[CR]

Apply values set in PC Adjust menu to screen image

CF_ORGMODE_%1[CR]

Specify the original signal for the selected PC mode

CF_PCSTORE_%1[CR]

Store current setting values in PC Adjust menu to
Mode %1

CF_PCMODEFREE_%1
[CR]

Delete the values registered in Mode %1 and return it to
Free status.

5.3 Input Control Command Table

Execute command

ltem

CF_INPUT_%1[CR]

Select Input

CF_SOURCE_%1|[CR]

Select Source of selected Input

CF_INPUT1_%1[CR]

Select Inputl and also set input source to %1

CF_INPUT2_%1[CR]

Select Input2 and also set input source to %1

CF_INPUT3_%1[CR]

Select Input3 and also set input source to %1

CF_INPUT4_%1[CR]

Select Input4 and also set input source to %1
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CF_SYSTEM_%1[CR] ‘ Select System in Video input mode

5.4 Screen Command Table

Execute command Item
CF_SCREEN_%1[CR] Select Screen size
CF_DZCENT _%1[CR] Cancel Digital Zoom mode
CF_KEYSTONE _%1[CR] Set Keystone correction
CF_KYSTNMODE _%1 [CR] Set Keystone store mode
CF_CEIL_%1[CR] Set ON/OFF of Ceiling
CF_REAR_%1[CR] Set ON/OFF of Rear
CF_VSCALE_%1[CR] Set V Scale
CF_VPOS_%l[CR] Set V Position
CF_HSCALE_%1[CR] Set H Scale
CF_HPOS_%1[CR] Set H Position

5.5 Lamp Command Table
Execute command Iltem

CF_LAMPH_%1[CR]

Reset total running time for each lamp

CF_LAMPMODE_%1[CR]

Select lamp mode (Full/Half)

CF_AUTOLAMPCONTRL_%1[CR]

Switch dimmer function levels of Normal/Auto/Eco

5.6 Setting Command Table

Execute command

Item

CF_LANG_%1[CR]

Select language for OSD

CF_DISP_%1[CR]

Set ON/OFF of On Screen Display

CF_BACKGND_%1[CR]

Select screen for no signal

CF_LOGO_%1[CR]

Set ON/OFF of Logo

CF_FANSPEED_%1[CR]

Select Fan Speed

CF_RCODE_%1[CR]

Select Remote Control Code

CF_RSENS_%1[CR]

Select location of infrared remote receiver of
control

remote

CF_P-MANE_%1[CR]

Set ON/OFF of Power Management

CF_P-MANETIME_%1[CR]

Set time of Power Management

CF_ON-STA_%1[CR]

Set ON/OFF of Power ON Start

CF_PJPINCODE_%1[CR]

Enter PJ PIN code to cancel PJ lock

CF_FILH_%1[CR]

Reset Filter used time

CF_FILTIMER_%1[CR]

Set time to display Filter cleaning / replacement warning
on screen

CF_FILCTL_%1[CR]

Execute operation of scroll of filter

CF_FILSCRL_%1[CR]

Reset Filter scroll counter

CF_TESTPAT_%1[CR]

Set Test pattern display function

CF_KEYDIS_%1[CR]

Set limitation of RC/KEY control

CF_FDEFAULT %1[CR]

Return the settings to Factory Default status

CF_SHUTRCPROT_%1[CR]

Set valid / invalid of RC use on Shutter control function

CF_SHUTKEYPROT_%1[CR]

Set valid / invalid use of key on the top panel on Shutter
control function

CF_SHUTH_%1[CR]

Set time of operating shutter management function
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5.7 Other Command Table

Execute command Item
CF_SHUTTER_%1[CR] Control OPEN / CLOSE of Shutter

5.8 HD-data-wireless Command Table

Execute command Item
CF_HDWLMODE_%1[CR] Set communication mode with a radio transmitter

Perform/ cancel the authentication between
CF_HDWLAUTH_%]1[CR] projector and radiotransmitter

CF_HDWLINID_%1[CR] Set the Input ID of the transmitters

Return the settings to Factory Default status of HD
CF_HDWLFDEF_%1[CR] data wireless set?ing Y
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6 Status Read Command Table

6.1 Image Status Read Command Table

Status read command

Item

CR_CONT [CR]

Get value of Contrast

CR_BRIGHT [CR]

Get value of Brightness

CR_COLOR [CR]

Get value of Color

CR_TINT [CR] Get value of Tint
CR_APCTRL Get setting status of Auto Picture Control
CR_COLTEMP Get value of Color temperature

CR_WBAL-R [CR]

Get Red value of White Balance

CR_WBAL-G [CR]

Get Green value of White Balance

CR_WBAL-B [CR]

Get Blue value of White Balance

CR_OFFSET-R [CR] Get Offset Red
CR_OFFSET-G [CR] Get Offset Green
CR_OFFSET-B [CR] Get Offset Blue

CR_SHARP [CR]

Get value of Sharpness

CR_GAMMA [CR]

Get value of Gamma

CR_NZRED [CR]

Get setting status of Noise reduction

CR_PROGYV [CR]

Get setting status of Progressive scan

CR_IMAGE [CR]

Get Selected Image status

CR_IMGGMD [CR]

Get setting value of Iméage Gamma

6.2 PC Status Read Command Table

Status read command

Item

CR_FSYNC [CR]

Get setting value of Fine Sync

CR_TDOTS [CR]

Get setting value of Total Dots

CR_CLAMP [CR]

Get setting value of Clamp

CR_H-POS [CR]

Get setting value of Horizontal Position

CR_V-POS [CR]

Get setting value of Vertical Position

CR_DDOTS [CR]

Get setting value of Display Dots

CR_DLINE [CR]

Get setting value of Display Line

CR_SETPCADJ [CR]

Get currently displayed signal

CR_ORGMODE [CR]

Get the original signal of the mode adjusted in PC Adj.

CR_PCSTORE [CR]

Get Free or Stored status for PC Adj. Mode 1-10

6.3 Video Status Read Command Table

Status read command

Item

CR_SERSYS [CR]

Get currently selected signal. In Auto mode, it returns a

result by Auto detection.
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6.4 Input Status Read Command Table

Status read command

Item

CR_INPUT [CR]

Get selected Input

CR_SOURCE [CR]

Get selected Source

CR_SYSTEM [CR]

Get selected System in Video Input mode

CR_SRCINP1 [CR]

Get selected source for Input 1

CR_SRCINP2 [CR]

Get selected source for Input 2

CR_SRCINP3 [CR]

Get selected source for Input 3

CR_SRCINP4 [CR]

Get selected source for Input 4

CR_HMSLOT [CR]

Get the total number of Slots

CR_NMSLOTL [CR]

Get a card name inserted to Slot 1

CR_NMSLOT2 [CR]

Get a card name inserted to Slott2

CR_NMSLOT3 [CR]

Get a card name inserted to Slot 3

CR_NMSLOT4 [CR]

Get a card name inserted to Slot 4

CR_IDSLOTL [CR]

Get ID information of Slot 1

CR_IDSLOT2 [CR]

Get ID information of Slot 2

CR_IDSLOT3 [CR]

Get ID information of Slot 3

CR_IDSLOT4 [CR]

Get ID information of Slot 4

6.5 Screen Status Read Command Table

Status read command

Item

CR_SCREEN [CR]

Get selected screen size

CR_KYSTNMODE[CR]

Get selected Keystone store mode

CR_CEIL[CR]

Get selected ON/OFF of Ceiling

CR_REARICR]

Get selected ON/OFF of Rear

CR_VSCALE[CR]

Get setting status of V Scale

CR_VPOSICR]

Get setting status of VV Position

CR_HSCALE[CR]

Get setting status of H Scale

CR_HPOS[CR]

Get setting status of H Position

6.6 Lamp Status Read Command Table

Status read command

Item

CR_LAMPREPL [CR]

Get information on Lamp replacement time

CR_LAMPMODE [CR]

Get selected Lamp mode

CR_AUTOLAMPCONTROL[CR]

Get setting status of dimmer function level.

CR_LAMPSTS [CR]

Get Lamp lighting status

CR_INFLAMP [CR]

Get Lamp switching status

CR_PROJH [CR]

Get the projector total running time

CR_HMLAMP [CR]

Get the total number of lamps

CR_LAMPH [CR]

Get information of actual Lamp running time

6.7 Setting Status Read Command Table

Status read command

Item

CR_LANG [CR]

Get selected language

CR_DISP [CR]

Get setting status of Display

CR_BACKGND [CR]

Get setting status of Screen for no signal

CR_LOGO [CR]

Get setting status of Logo
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CR_LOGOLOCK [CR] Get setting status of Logo Lock

CR_FANSPEED [CR] Get selected Fan Control Speed

CR_RCODE [CR] Get selected Remote Control Code

CR_RSENS [CR] Soer;[trs((:,llected location of infrared remote receiver of remote
CR_P-MANE [CR] Get setting status of Power management
CR_P-MANETIME [CR] Get setting time for Power Management

CR_ON-STA [CR] Get setting status of ON Start

CR_SECURITY [CR] Get setting status of Security

CR_PJLOCKNOW [CR] Get setting status of current PJ Lock
CR_PJLOCKMENU [CR] Get PJ Lock setting status on the menu

CR_FILHI[CR] Get Filter used time

CR_FILCOND|CR] Get status of filter clog

CR_FILREPL[CR] Get status of Filter cleaning / replacement time
CR_FILTIMER[CR] Sr:—:-ts(t:lggnto display Filter cleaning / replacement warning
CR_FILREMAIN[CR] Get remaining number of usable Filter scroll
CR_TESTPATI[CR] Get setting status of Test pattern

CR_KEYDIS [CR] Get setting status of RC/KEY control limitation
CR_SHUTRCPROTI[CR] Get remote controller disability status of the shutter
CR_SHUTKEYPROTI[CR] Get Key controller disability state of the shutter
CR_SHUTHICR] Get time setting to begin the shutter management

6.8 Other Status Read Command Table

Status read command Item
CR_STATUS [CR] Get operation state of the projector
CR_SIGNAL [CR] Get status of signal existence
CR_VMUTE [CR] Get setting status of Video mute
CR_FREEZE [CR] Get setting status of Freeze
CR_PTIMER [CR] Get operating status of P-Timer
CR_TEMPWARN [CR] E\?;:%Tgstrature status whether it is close to abnormal
CR_TEMPFAIL [CR] Get temperature in abnormal temperature status
CR_SERIALNO [CR] Get value of Serial number
CR_SHUTCOND [CR] Get setting status of Shutter

6.9 HD data wireless Status Read Command Table

Status read command Iltem

CR_HDWLMODE [CR] Get communication mode with a radio transmitter.

Get status of the authentication between projector and
CR_HDWLAUTH [CR] radiotransmitter

CR_HDWLINID [CR] Get the ID of the transmitter
CR_HDWLRECEPLYV [CR] | Get status of the reception level of a radio beam
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7 Error Code Table

Error Code Contents

-When the received data cannot be decoded
? -Parameter designation error (wrong digit number,
including invalid value, etc.)

000 Normal reception (This is “Not” error)

101 Specified function is not available in the selected
mode

102 Specified value is out of range (Not reflected)

103 Command mismatched to Hardware (the command

is for Optional function which is not implemented)
Incremented or decremented value or values are
beyond upper or lower limits.

Not executable due to screen capturing in process.
Prompting reissue of the command after a while.
302 Not executable due to Auto set up in operation.
Prompting reissue of the command after a while.

Not executable due to memory card viewer in
303 process.

Prompting reissue of the command after a while.

Not executable due to PIN code in operation.
Prompting reissue of the command after a while.

201

301

402
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8 Functional Execution Command
8.1 Format
1) PC issues a command in the format below:
Patternl: “CF_[Command|’ [CR]
Pattern2: “CF " %1 [CR]
CF_: Header
: String
%21: Parameter (String)
_: Space (To separate Command and Parameter)
2) The projector decodes the received command and when it gets ready to receive another
command, it returns the response.
“000” [CR]: (0x06, 0xOD) When receiving Functional Execution Command
“nnn” [CR]: Except “000”, when it cannot execute commands for any specific reason.

Eor detail, refer to [7. Error Code Table

“?" [CR]: When the received data cannot be decoded

8.2 Transfer Example
When setting projector’s total dots to 1344 by Expand Command.
PC — PJ: “CF_TDOTS_1344" [CR]
PC « PJ: “000” [CR] ------=--------- Acceptable

8.3 Operation Requirements
When the projector status is in the status below, Functional Execution Commands are limited

(Status Read Commands are available in following status)

Projector Status Available Functional Execution Command
In Standby Mode C00: POWER ON
Count Down in process C00: POWER ON (Countdown is terminated)
Cooling Down in process NONE (No Execution)

Cooling Down in process due to

NONE (No Execution)
abnormal temperature

In Abnormal Temperature NONE (No Execution)

Power Failure

(60 seconds after Power failed) NONE (No Execution)

Power Saving Cooling Down in process NONE (No Execution)

C00: POWER ON

In Power Saving status CO1: POWER OEE

Note) An appropriate error code is returned when the projector receives other command in the

above status.
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8.4 Image Command
8.4.1 CF_ CONT Command

Command

“CF_CONT_%1" [CR]

%1

“000-063"--------=-=---- Directly specify setting value of Contrast
UP e Increment setting value of Contrast by 1
“DN"-mmmmmmmmmommeeee Decrement setting value of Contrast by 1

Details

Set user controlled value of Contrast. (Available only in the normal Power ON
status)

The value set by this command is not stored in the projector. Therefore, when the
power is turned to ALL OFF status, the value returns to the original setting. (It is
stored in Suspend mode.)

Response

Acceptable “000” [CR]

Unacceptable | “Error Code” [CR]

8.4.2 CF_ BRIGHT Command

Command

“CF_BRIGHT %1” [CR]

%1

“000-063" --------------- Directly specify setting value of Brightness
L Increment setting value of Brightness by 1
DN =mmmmmmmmmmm e Decrement setting value of Brightness by 1

Details

Set user controlled value of Brightness. (Available only in the normal Power ON
status)

The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Response

Acceptable “000” [CR]

Unacceptable | “Error Code” [CR]

8.4.3 CF_COLOR Command

Command

“CF_COLOR_%1" [CR]

%1

Directly specify setting value of Color
Increment setting value of Color by 1
Decrement setting value of Color by 1

Details

Set user controlled value of Color. (Available only in the normal Power ON status)
The value set by this command is not stored in the projector’s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Response

Acceptable “000" [CR]

Unacceptable | “Error Code” [CR]

8.4.4 CF_TINT Command

Command

“CF_TINT_%1" [CR]

%1

“000-063"--------=-=---- Directly specify setting value of Tint
UP e Increment setting value of Tint by 1
“DN"-mmmmmmmmmommeeee Decrement setting value of Tint by 1

Detalils

Set user controlled value of Tint (Available only in the normal Power ON status)
The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Response

Acceptable “000” [CR]

Unacceptable | “Error Code” [CR]
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8.4.5 CF_COLMNAY Command

Command | “CF_COLMNSAV_%1" [CR]
%1 “000 — 009" ------mmmmmmmeem Specify the area to store
Details Store current setting status of Color Management to the area specified in %1.
(Available only in the normal Power ON status)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.4.6 CF_COLMNLD Command

Command | “CF_COLMNLD_%1" [CR]
%1 “000 — 009" ------mmmmmmmeem Specify the area to store
Details Retrieve Color Management setting status from the area specified in %d1.
(Available only in the normal Power ON status)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.4.7 CF_APCTRL Command

Command | “CF_APCTRL_%1" [CR]
Set Auto Picture Control to Level 1.
Set Auto Picture Control to Level 2.
%1 Set Auto Picture Control OFF.
Switch setting forward direction (OFF—L1—L2—O0FF)
------------------ Switch setting backward direction (OFF—L2—L1—0OFF)
Set Auto Picture Control (Available only in the normal Power ON status)

Details The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.4.8 CF_COLTEMP Command

Command | “CF_COLTEMP_%1" [CR]
%1 “000" — “003"
Set Color Temperature (Available only in the normal Power ON status)

Details The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]
Response

Unacceptable “Error Code” [CR]
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8.4.9 CF_WBAL- Command

Command | “CF_WBAL-%1_%2" [CR]

%1 - -- GREEN

“000-063"------ Directly specify value of Color selected in %1 of White Balance.
%2 “UP"------ Increment setting value of Color specified in %1 of White Balance by 1
“DN"----- Decrement setting value of Color specified in %1 of White Balance by 1

Set value of Color specified in %1 of White Balance (Available only in the normal
Power ON status)

Details The value set by this command is not stored in the projector’s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]

Response
Unacceptable | “Error Code” [CR]

8.4.10 CF_OFFSET- Command

Command | “CF_OFFSET-%1_%2" [CR]

‘R —mmmmmee- RED
%1 “G” e GREEN
“B” - BLUE
“000-063"------ Directly specify value of Color selected in %1 of Offset.
%2 “UP - Increment setting value of Color specified in %1 of Offset by 1
“DN"-mnmmmmmae Decrement setting value of Color specified in %1 of Offset by 1

Set value of Color specified in %1 of Offset (Available only in the normal Power ON
status)

Details The value set by this command will not be stored in the projector’'s memory.
Therefore, when the power is turned to ALL OFF status, the value returns to the
original setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]

Response

Unacceptable | “Error Code”[CR]

8.4.11 CF_SHARP Command

Command | “CF_SHARP_%1" [CR]

“000-031" ----=--=-mmmm- Directly specify setting value of Sharpness.
%1 UP e Increment setting value of Sharpness by 1
“DN"-mmm e mmmmm oo Decrement setting value of Sharpness by 1
Set user controlled value of Sharpness. (Available only in the normal Power ON
status)
Details The value set by this command is not stored in the projector’'s memory. Therefore,

when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]

Response

Unacceptable “Error Code” [CR]
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8.4.12 CF_GAMMA Command

Command | “CF_GAMMA_%1" [CR]

“000-015" ---------=n=m-m- Directly specify setting value of Gamma
%1 HUP o e e Increment setting value of Gamma by 1
“DN"-mmmmmmmmm e Decrement setting value of Gamma by 1

Set user controlled value of Gamma. (Available only in the normal Power ON
status)

Details The value set by this command is not stored in the projector’s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]

Response
Unacceptable | “Error Code” [CR]

8.4.13 CF_NZRED Command

Command | “CF_NZRED_%1" [CR]
%l “ON” Set Noise Reduction to ON
“OFF” -- Set Noise Reduction to OFF
Set or Cancel Noise Reduction. (Available only in the normal Power ON status)
Details The value set by this command is not stored in the projector's memory.

Therefore, when the power is turned to ALL OFF status, the value returns to the
original setting. (It is stored in Suspend mode.)
Acceptable “000” [CR]

Response
Unacceptable “Error Code” [CR]

8.4.14 CF_PROGVY Command

Command | “CF_PROGV_%1" [CR]

“ON” Set Progressive scan to ON
%1 “FILM” Set Progressive scan to Film mode
“OFF” Set Progressive scan to OFF

Set or Cancel Progressive scan. (Valid only when it is in the normal Power ON
status.)

Details The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]

Response

Unacceptable “Error Code” [CR]
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8.4.15 CF_IMAGE Command

Command | “CF_IMAGE__%1" [CR]

“STAND” ----------- Standard (Image adjustment value is set to factory default)
“REAL” ------mmmmem- Real (Fixed value to display graphic image with natural tone)
“CINEMA” --------- Cinema (Fixed value to focus on tone reproduction for movie)
“CUSTOML" ------ Imagel (values adjusted and stored by user)
“CUSTOM2" ------ Image?2 (values adjusted and stored by user)
“CUSTOM3" ------ Image3 (values adjusted and stored by user)
%1 “CUSTOM4" ------ Image4 (values adjusted and stored by user)
“CUSTOMS” ------ Image5 (values adjusted and stored by user)
“CUSTOMG” ------ Image6 (values adjusted and stored by user)
“CUSTOM7” ------ Image7 (values adjusted and stored by user)
“CUSTOMS8” ------ Image8 (values adjusted and stored by user)
“CUSTOMY" ------ Image9 (values adjusted and stored by user)

“CUSTOM10" ----- Imagel0 (values adjusted and stored by user)

Select Image mode. (Valid only when it is in the normal Power ON status.)
Parameter “CUSTOML1” to “CUSTOM10” corresponds to “Imagel” to “Imagel0”
Details displayed in projector OSD menu on selecting Image.

The value set by this command is stored in EEPROM so that the setting can
remain effective even after the power is turned to ALL OFF status.

Acceptable “000" [CR]

Response

Unacceptable “Error Code” [CR]

8.4.16 CF_IMAGEADJ Command

Command | “CF_IMAGEADJ_%1’[CR]

“RST"------ Reset adjusted value for the Image
“STR1"---- Store current adjusted value to Image 1
“STR2"---- Store current adjusted value to Image 2
“STR3"---- Store current adjusted value to Image 3
“STR4"---- Store current adjusted value to Image 4
%1 “STR5"---- Store current adjusted value to Image 5
“STR6"---- Store current adjusted value to Image 6
“STR7"---- Store current adjusted value to Image 7
“STR8"---- Store current adjusted value to Image 8
“STR9"---- Store current adjusted value to Image 9
“STR10"--- Store current adjusted value to Image 10

Reset or Store adjusted value for Image. (Available only in the normal Power ON
status)
“STR1"-"STR10” corresponds to “Imagel”-"Imagel0” displayed in projector OSD

Details menu on selecting “Store” for adjusted value of Image. The setting value set in
“Imagel” to “ImagelQ” is stored and can be retrieved when turning on the
projector again after the power is turned to ALL OFF status.

Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]
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8.5 PC Control Command
8.5.1 CF_FSYNC Command

Command | “CF_FSYNC_%1" [CR]

“0000-0031" ------=====m====- Directly specify setting value of Fine Sync
%1 “UpP” Increment setting value of Fine Sync by 1
“DN" Decrement setting value of Fine Sync by 1

Set value of Fine Sync in PC signal (Available only in the normal Power ON status)
The value set by this command is not stored in the projector’'s memory. Therefore,

Betis when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)
Acceptable “000" [CR]
Response “101" . i .
Unacceptable 101" [CR] --- When input is Vlde_o signal
--- When input is no signal

8.5.2 CF_TDOTS Command

Command | “CF_TDOTS_%1" [CR]

“mmmm — nnNNN" =---=---------- Directly specify setting value of Total Dots

“mmmm” indicates minimum value, which is current (Display Area H + Position H) value
%1 “nnnn” indicates maximum value, that dot clock does not exceed more than 140MHz.
UP” —mmmm e e e Increment setting value of Total Dots by 1
DN mmmmmmmmm e Decrement setting value of Total Dots by 1

Set value of Total Dots in PC signal (Available only in the normal Power ON
status)

Details The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000” [CR]
Response Unacceptable “101” [CR] --- When input is Video signal
P --- When input is no signal

8.5.3 CF_H-POS Command

Command | “CF_H-POS_%1" [CR]

“0000-nnnn” -------- Directly specify setting value of Horizontal Position
%1 “nnnn” indicates maximum value, which is current value of (Total Dots — Display Area H)
UP” —mmmm oo Increment setting value of Horizontal Position by 1
“DN” -mmmmmmmmmm e Decrement setting value of Horizontal Position by 1
Set value of Horizontal Position in PC signal (Available only in the normal Power
ON status)
Details The value set by this command is not stored in the projector’'s memory. Therefore,

when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]
Response Unaccentable “101” [CR] --- When input is Video signal
P --- When input is no signal
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8.5.4 CF_V-POS Command

Command | “CF_V-POS_%1" [CR]

“0000-nnNNN" -=-=-=-=---- Directly specify setting value of Vertical Position
%1 “nnnn” indicates maximum value, which is current (Total Line — Display Area V) value
“up” Increment setting value of Vertical Position by 1
“DN” Decrement setting value of Vertical Position by 1
Set Vertical Position value in PC signal (Available only in the normal Power ON
status)
Details The value set by this command is not stored in the projector’'s memory.

Therefore, when the power is turned to ALL OFF status, the value returns to the
original setting. (It is stored in Suspend mode.)

Acceptable “000" [CR]
Response “101" [CR] --- When input is Video signal
Unacceptable --- When input is no signal

8.5.5 CF_CLAMP Command

Command | “CF_CLAMP_%1" [CR]

“0000-4095" ----------- Directly specify setting value of Clamp
%1 UP” —mmmm e Increment setting value of Clamp by 1
DN mmmmmmmmm oo Decrement setting value of Clamp by 1

Set Clamp value in PC signal. (Available only in the normal Power ON status)
The value set by this command will not be stored in the projector’s memory.

Details Therefore, when the power is turned to ALL OFF stasis, the value returns to the
original setting. (It is stored in Suspend mode.)
Acceptable “000" [CR]
Response Unacceptable “101” [CR] --- When input is Video signal
P --- When input is no signal

8.5.6 CF_DDOTS Command

Command | “CF_DDOTS_%1" [CR]

“0256-nnNNN" -------==-=-=-==- Directly specify setting value of Display Dots
“nnnn” indicates maximum value, which is current value of (Total Dots - Position H).

H).
In this projector, the value should be “even number” and if “odd number” is specified, it adds
1 to make the value even number.

%1

Increment setting value of Display Dots by 2
Decrement setting value of Display Dots by 2

Set Display Dots value in PC signal. (Available only in the normal Power ON
status)

Details The value set by this command is not stored in the projector’'s memory. Therefore,
when the power is turned to ALL OFF status, the value returns to the original
setting. (It is stored in Suspend mode.)

Acceptable “000” [CR]

Response Unaccentable “101” [CR] --- When input is Video signal
P --- When input is no signal
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8.5.7 CF_DLINE Command

Command | “CF_DLINE_%1" [CR]

“0100-nnnN” ----------- Directly specify setting value of Display Line

%1 “nnnn” indicates maximum value_, which is current value gf (Total Line - Position V).
UPY” —mmmm e Increment setting value of Display Line by 1
“DN” =mmmmmmmmmmmemee Decrement setting value of Display line by 1

Set setting value of Display Line in PC signal (Available only in the normal Power
ON status)

Details The value set by this command is not being stored in the projector’'s memory.
Therefore, when the power is turned to ALL OFF status, the value returns to the
original setting. (It is stored in Suspend mode.)

Acceptable “000” [CR]

Response Unacceptable “101” [CR] --- When input is Video signal
P --- When input is no signal

8.5.8 CF_SETPCADJ Command

Command | “CF_SETPCADJ_%1" [CR]
%1 “XGAL", “HDTV1080", “MODEL" ......cceririiiireiee e Etc.
0 “EXT11“~“EXT60"
Notel) When “XGA”,"HDTV1080","MODE1" is specified in %1, the command is not
Detail executed.

Note2) When “EXTn-EXTnn” (nn represents number) is specified in %1, “EXT" is
displayed in “SYSTEM” menu (only when Network board is provided).
Acceptable “000" [CR]

Response
Unacceptable | “101” [CR] --- When input is Video signal

8.5.9 CF_ORGMODE Command

Command | “CF_ORGMODE_%1" [CR]
When input signal is PC Analog;
“VGAL" Specify VGA1
“VGA2" Specify VGA2
“XGAL” oo Specify XGA1
“WXGA3” ----mmmmmmmmmmmm e Specify WXGA3
“1080160" -------=--==-=mnmm-m- Specify 1080i60
“1080150" -------=--=mnmmmmmmmm Specify 1080i50
%1 “10351" ---m-mmmm e Specify 10350i
“720p60” Specify 720p60
“720p50” Specify 720p50
“B575p" -mmmmm e Specify 575p
“480p" -mmmmm e e Specify 480p
“575I" Specify 575i
“4801" Specify 480i
“1080psf/24” ------=-=mmmemmm- Specify 1080psf/24
“1080psf/25” --- Specify 1080psf/25
“1080psf/30” ------=-======--- Specify 1080psf/30
* When input signal is not PC Analog, error code “101” is returned.
After “EXT n” is set by PC control command such as CF_FSYNC/CF_TDOTS and
CF_SETPCADJ command, specify the signal originated with by issuing this
command.
Details This command is used to specify projector internal settings such as whether or not
to get PC signal through IP (Available only in the normal Power ON status)
Note; To differentiate between 60Hz and 50Hz in 1080i and 720p, “60” or “50” is
necessary to add to the parameter in this command.
Acceptable “000” [CR]
Response
Unacceptable “101” [CR] --- When input is Video signal
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8.5.10 CF_PCSTORE Command

Command | “CF_PCSTORE_%1" [CR]
“MODE1" Store current PC Adjust status to Model
“MODE2" Store current PC Adjust status to Mode2
“MODE3" Store current PC Adjust status to Mode3
“MODE4" Store current PC Adjust status to Mode4
%1 “MODES5" Store current PC Adjust status to Mode5
0 “MODES®6" Store current PC Adjust status to Mode6
“MODE7” Store current PC Adjust status to Mode7
“MODES8" Store current PC Adjust status to Mode8
“MODEY" Store current PC Adjust status to Mode9
“MODE10” -------m=mmmmommm oo Store current PC Adjust status to Mode10
Store current value of PC Adjust (each parameter status such as Total dots) to
. Model-10. This command operates the same way as storing to Model-10 in PC
Details }
Adjust Menu.
(Available only in the normal Power ON status)
Acceptable “000" [CR]
Response - - -
Unacceptable | “101” [CR] --- When input is except PC analog signal
8.5.11 CF_PCMODEFREE Command
Command | “CF_PCMODEFREE_%1" [CR]
“MODE1" - Set Model to Free status
“MODE 2" Set Mode2 to Free status
“MODE 3” Set Mode3 to Free status
“MODE 4” Set Mode4 to Free status
%1 “MODE 5” Set Mode5 to Free status
“MODE 6” Set Mode6 to Free status
“MODE 7” Set Mode7 to Free status
“MODE 8" Set Mode8 to Free status
“MODE 9” Set Mode9 to Free status
“MODE 10" --------= === == - Set Model0 to Free status
Delete the data registered in Custom Model—10 and returns it to Free status. This
Details command operates the same way as storing to Mode1-10 in PC Adjust Menu.
(Available only in the normal Power ON status)
Acceptable “000” [CR]
Response “1071” i is Vi i
Unacceptable 101" [CR] --- When input is Vlde_o signal
--- When input is no signal
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8.6 Input Control Command
8.6.1 CF_INPUT Command

Command | “CF_INPUT_%1" [CR]

“1” Select Input 1
“2" Select Input 2
“3” Select Input 3
0,
%1 "4 Select Input 4
“UP”-- Increment Input No. by 1
“DN"-- Decrement Input No. by 1

Select Input (Only valid when it is in the normal Power ON status.)
Details This command works the same way as “INPUT” button of the projector and
remote control.

Acceptable “000” [CR]
Response

Unacceptable | “Error Code” [CR]

8.6.2 CF_SOURCE Command

Command | “CF_SOURCE_%1" [CR]

“DIGITAL” --------mnmmmmo- Select DVI Input
“ANALOG” --------=-=---- Select Analog Input
“VIDEQ” ------==mmemmmm- Select Composite Video Input
“S-VIDEQ” --------=m-o--- Select S-Video input
“YPBPR” ------mmememmmmeem Select Y/Pb/Pr Input
%1 “YCBCR” ------mmmmmmm - Select Y/Cb/Cr Input
“SDI1" ---mmmm e Select SDI 1 Input
“SDI2" ---m-mm oo Select SDI 2 Input
“SCART" -----mmmmmmm oo Select SCART Input
“HDCP?” ----m-mmmmmm e Select HDCP Input
“HDWL" ---mmmmmmmmmm e Select HD data wireless Input

Select source of the currently selected Input. (Valid only when in the normal Power
ON status.)

ekl When selected Input does not meet the requirement for the specified %1, return
“101” [CR] and the command is not executed.
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]

8.6.3 CF_INPUT1~4 Command

Command | “CF_INPUT%1_%?2" [CR]
“1” Specify Input 1
%1 “2" Spec!fy Input 2
3 Specify Input 3
‘4" Specify Input 4
“DIGITAL” ---==mmn=emmom- Select DVI Input (Computer signal)
“ANALOG” ----------=---- Select Analog Input (Computer signal)
“VIDEQ” ------==mmmmmmmm Select Composite Video Input
“S-VIDEQ” -------=-=m-mm- Select S-Video input
“YPBPR” ------n-omomeeee- Select Y/Pb/Pr Input
%2 “YCBCR” ------mmmmmmmmmeem Select Y/Cb/Cr Input
“SDI1" -m-memmmmm e Select DF-SDI 1 Input
“SDI2" -m-memmm e Select DF-SDI 2 Input
“HDCP” --------m-mm - Select HDCP Input
“SCART” -----mmmmmmmeemee- Select SCART Input
“HDWL" ----mmmmmmmm e Select HD data wireless Input
Details Select Input specified by %1, and also Source specified by %2 concurrently.
(Valid only when in the normal Power ON status.)
Response | Acceptable “000” [CR]
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Unacceptable | “Error Code” [CR]

8.6.4 CF_SYSTEM Command

Command | “CF_SYSTEM_%1" [CR]
“VGA1" Select VGA1
“VGA2" Select VGA2
“XGAL" Select XGA1
“WXGAZ” ---mmmmmmmmmmmmmmoem Select WXGA3
“1080I" -----=---mm=m- ---- Select 1080i
“1035I" ---mmmmm e Select 1035i
Input is Select 720p
PC Analog Select 575p
“480p" --m-mmmmm e e Select 480p
Y4 B Select 575i
“4801" —mmm o e Select 480i
“1080psf/24” ---------- ---- Select 1080psf/24
“1080psf/25” ---- ---- Select 1080psf/25
“1080psf/30” -----------=-=--- Select 1080psf/30
“MODE1 - 10" ------- Select MODE1 — MODE10
“EXT11 - 60" ------------- Select Ex Mode11-60
*  Model-10 is not
%1 returned.
“D-XGAL" ---mmmmmmmmmmmmmeem Select D-XGA1
“D-WXGA3"------mmmmmmmmmmem Select D-WXGA3
mpuis | A0S0 Select D100
o -10351" ---mmmm e elect D- i
Egc'?,'g'ta'/ A R S Select D-720p
“D-575p" -----mmmm e --- Select D-575p
“D-480p” --------------- --- Select D-480p
“D-1080psf/24” ------- --- Select D-1080psf/24
“D-1080psf/25” ------- --- Select D-1080psf/25
“D-1080psf/30" ---------------- Select D-1080psf/30
Select System “Auto”
Select 1080i
“1035I" ---m e e Select 1035i
Input is “720P" - Select 720p
Y,Pb/Cb,Pr/Cr | “575P" - Select 575p
“480P" - Select 480p
“5751" -- Select 575i
“4801" -- Select 480i
“AUTO” ---mmmmmmmm oo Select System “Auto”
“NTSC” Select NTSC
Input is “NTSC443" ----mmmmmmmmmmmmm e Select NTSC4.43
Video /| “PAL” Select PAL
S-Video “SECAM” Select SECAM
“PAL-M" == e m Select PAL-M
“PAL-N" =-mmmmmmmmmm oo ee Select PAL-N
Select System of currently selected Input
Details (Available only in the normal Power ON status)
When selected input does not include specified %1, error code “101”
[CR]is returned and it is not executed.
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]
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8.7 Screen Control Command
8.7.1 CF_SCREEN Command

Command | “CF_SCREEN_%1" [CR]
“NORMAL" =----mmmmmmmmmmmmmeen Select Normal mode
“TRUE” Select True mode
“WIDE” -----mnmmmmmm oo Select Wide mode
“FULL” Select Full mode
“CUSTOM” ----mmmmmmmmmcmme e Select Custom mode
“DZOOMOUP” ----mmmmmmeeee Expand image size by Digital Zoom
] “DZOOMODN” ----mmmmmmeeee Compress image size by Digital Zoom
Input is “UpP” Select screen size with forward
PC signal switching in possible range
(Normal - True - Wide - Full
- Custom - Normal - ...)
“DN” Select screen size with backward
switching in possible range
(Normal - Custom - Full - Wide
%1 - True - Normal - ..))
“NORMAL" =----mmmmmmm e Select Normal mode
“WIDE” -----mnmmmmmmm oo Select Wide mode
“CUSTOM” ----mmmmmmmmm e - Select Custom mode
“Up” Select screen size with forward
] switching in possible range
Inputis (Normal — Wide - Custom -
Video signal Normal — Wide - ..))
“DN” Select screen size with backward
switching in possible range
(Normal — Custom- Wide -
Normal - Custom - ...)
ﬁ%%og “RST” -mmmmm e e Reset Screen adjustment
Select screen size. (Valid only when in the normal Power ON status.)
Details When selected Input does not meet the requirement for the specified %1, return
“101” [CR] and the command is not executed.
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]
8.7.2 CF_DZCENT Command
Command | “CF_DZCENT_%1" [CR]
%1 “CENT” -----m e emee - Cancel Digital Zoom (CENT: “CENTER")
Details Cancel Digital Zoon_1 mode. (Valid only when in the normal Power ON status and
Input for Computer is selected.)
Acceptable “000” [CR]
Response
Unacceptable | “101” [CR] ----------------- When input is Video
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8.7.3 CF_KEYSTONE Command

Command | “CF_KEYSTONE _%1" [CR]

“UP” = e Correct Keystone distortion to reduce upper part of image
“FUP” —-mmemem- Correct Keystone distortion to reduce upper part
“DN” ==mmmmmmemeem Correct Keystone distortion to reduce lower part of image
“FDN" ---=-mmm--- Correct Keystone distortion to reduce lower part largely
%1 “LEFT” —---mmmm-- Correct Keystone distortion to reduce left part of image
“FLFT” --m-mmm - Correct Keystone distortion to reduce left part largely
“‘RIGHT” -------- Correct Keystone distortion to reduce right part of image
“FRGT" --------- Correct Keystone distortion to reduce right part largely
“RST” - Set Keystone OFF

Change level of Keystone distortion correction (Available only in the normal Power
ON status).

When reached the limit of the correction level, projector accepts the command but
does not execute it.

Receiving this command immediately invokes the operation.

Details When trying to set the value beyond available range, error code “201” is returned
and the operation is not executed.

Example 1: When the correction level of the right part has reached its upper limit
and then the command “RIGHT” is received

Example 2: When the upper part correction allows only another step, and then the
command “FUP” is received.

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

8.7.4 CF_KEYSTONEMODE Command

Command | “CF_KYSTNMODE _%1" [CR]
%1 “STR” --------- Set Keystone store mode to Store
° “RST” --------- Set Keystone store mode to Reset
Details Set Keystone store mode (Available only in the normal Power ON status)
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]

8.7.5 CF_CEIL Command

Command | “CF_CEIL_%1" [CR]
%1 “ON” Set Ceiling to ON
0 0] = = —— Set Ceiling to OFF
Set/Cancel Ceiling. (Valid only when in the normal Power ON status.)
Details When Ceiling is set to ON, image is left/right as well as top/bottom reversed.
The status set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]
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8.7.6 CF_REAR Command

Command | “CF_REAR_%1" [CR]
%1 “ON” Set Rear to ON
“OFF” —-mmommm e Set Rear to OFF
Set/Cancel Rear. (Valid only when in the normal Power ON status.)
Details When Rear is set to ON, image is left/right reversed.
The status set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.7.7 CF_VSCALE Command

Command | “CF_VSCALE_%1" [CR]

011 — +35
01— +31
000 ) —— +1
“000" ------= == e 10
%1 B O e 1
T L 31
B e 32
HUP” —mm e Increment setting value of Vscale by 1
DN =mmmmmmm oo Decrement setting value of Vscale by 1

Set Vscale (Available only in the normal Power ON status)
*When selected screen mode is a setting except Custom, return “101” [CR] and

Betails the command is not executed.
*When input is no signal, return “101” [CR] and the command is not executed.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.7.8 CF_VPOS Command

Command | “CF_VPOS_%1" [CR]

01— +15
01— +14
000 ) —— +1
“000" -----===mmm e m 10
%1 I O e 1
e 1A e 14
Y S 15
“UP” —mmm e Increment setting value of Vposition by 1
DN =mmmmmmmm oo Decrement setting value of Vposition by 1

Set V Position (Available only in the normal Power ON status)
*When selected screen mode is a setting except Custom, return “101” [CR] and

Details .
the command is not executed.
*When input is no signal, return “101” [CR] and the command is not executed.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]
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8.7.9 CF_HSCALE Command

Command | “CF_HSCALE_%1" [CR]

011 — +35
013 —— +31
(000 7 — +2
000 ) —— +1
“000" -----=-=mmm e 10
%1 R O e 1
T 2
T L 31
S B e 32
“UP” —-mmmme- ------—--- Increment setting value of Hscale by 1
DN =mmmmmmm oo Decrement setting value of Hscale by 1

Set Hscale (Available only in the normal Power ON status)
*When selected screen mode is a setting except Custom, return “101” [CR] and

Details .
the command is not executed.
*When input is no signal, return “101” [CR] and the command is not executed.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.7.10 CF_HPOS Command

Command | “CF_HPOS_%1" [CR]

O} ———— +15

01— +14
00— +2
0 [0 J——— +1
“000" -----==mmmmmmmmee e +0

%1 I O 1
Y 2
S 1A e 14
b 15 e 15
“UP” wmmmmmeeeee Increment setting value of Hposition by 1
DN mmmmmmm oo Decrement setting value of Hposition by 1

Set H Position (Available only in the normal Power ON status)
*When selected screen mode is a setting except Custom, return “101” [CR] and

Betals the command is not executed.
* When input is no signal, return “101” [CR] and the command is not executed.
Acceptable “000" [CR]
Response
Unacceptable | “Error Code” [CR]
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8.8 Lamp Command
8.8.1 CF_LAMPH Command

Command | “CF_LAMPH_%1" [CR]

%1 “RSTn” (n=1-2) - Reset lamp 1-2 running time
Details Reset running time of the lamp specified in “n”.
(Valid only when it is in the normal Power ON status.)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.8.2 CF_LAMPMODE Command

Command | “CF_LAMPMODE_%1" [CR]

“FULL”" Set lamp mode to 2-lamp (FULL)
“HALF” Set lamp mode to 1-lamp (HALF)

%1

Select Lamp mode. (Valid only when in the normal Power ON status.)

The value set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.

On Half mode, one lamp with a fewer used-time light automatically.

Details

Acceptable “000” [CR]

Response
Unacceptable | “Error Code” [CR]

8.8.3 CF_AUTOLAMPCONTRL Command

Command | “CF_AUTOLAMPCONTRL_%1” [CR]

“NORMAL” ---=-mmmmmmmmmmmee o Set lamp control mode to NORMAL
%1 “ECQO” - Set lamp control mode to ECO
“AUTO” Set lamp control mode to AUTO

Select Lamp control mode. (Valid only when in the normal Power ON status.)
Details The value set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]
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8.9 Setting Command
8.9.1 CF_LANG Command

Command | “CF_LANG_%1" [CR]
“ENG” Select ENGLISH
“DEU” Select German
“FRA" Select French
“ITA” Select Italian
“ESP” Select Spanish

%1 “POR” Select Portuguese
“NED” Select Dutch
“SVE" Select Swedish
B N Select Japanese
“CHI” Select Chinese
“KOR” Select Korean
“RUS” Select Russian
Select language for OSD. (Valid only when in the normal Power ON status.)
Details The language set by this command is stored in EEPROM and the setting remains

effective after the power is turned to ALL OFF status.
Acceptable “000" [CR]

Response
Unacceptable | “Error Code” [CR]

8.9.2 CF_DISP Command

Command | “CF_DISP_%1" [CR]
“ON” - Set Display to ON
“CNTDWNOFF" -----=-ememme- Set Display to Count down Off

%1 “OFF” Set Display to OFF
“UP” —mm e Switch forward (On — Count down Off — Off - On — ---)
“DN” =mmmmmmmmmem e Switch backward (On — Off — Count down Off - On — ---)
Set/Cancel Display. (Valid only when in the normal Power ON status.)
Details The value set by this command is stored in EEPROM and the setting remains

effective after the power is turned to ALL OFF status.
Acceptable “000" [CR]

Response
Unacceptable | “Error Code” [CR]

8.9.3 CF_BACKGND Command

Command

“CF_BACKGND_%1" [CR]

%1

“BLUE” ----------mmomemee- Select Blue Back

“USER” --------mmm e Select User

“BLACK?" =--m-mmmmmmemmee- Select Black Back

“UP” —mmeeeem Switch forward (Blue Back—User—Black Back—Blue Back)
“DN" -=mmmme- Switch backward (Blue Back—Black Back—User—Blue Back)

Details

Set Screen status for no signal.(Available only in the normal Power ON status)

The status set by this command is stored in EEPROM and the setting remains
even after the power is turned to ALL OFF status.

*When  1="USER” is received, error code “101” is returned, in the case of
Capture non-practice.

Response

Acceptable “000" [CR]

Unacceptable | “Error Code” [CR]
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8.9.4 CF_LOGO Command

Command | “CF_LOGO_%1_%2" [CR]

%1 “0000 — 9999 ------------- Directly set Logo PIN code
“OFF” Cancel Logo display
“DFELT” -m--mmmmmmm oo Select Logo of Factory Default
“USER” --------mm oo Select User
%2 “UP” -- Select functions to choose forward
(OFF — DFLT — USER — OFF — --)
“DN" Select functions to choose backward

(OFF — USER — DFLT — OFF — --)

Set Logo mode.(Available only in the normal Power ON status)

The status set by this command is stored in EEPROM and setting remains
effective even after the power is turned to ALL OFF status.

Set Logo PIN code in %]1.

When Logo Lock is enabled:

PIN code is matched --------------===-=--=-—- Command is valid (Acceptable)
PIN code is mismatched-------------------- Command is invalid (Error code “102")
. PIN code is beyond %1 available range ------------ Command is invalid (Error
Details o
code™?”)
When Logo Lock is disabled:
PIN code is within %1 available range ------- Command is valid (Acceptable)
PIN code is out of %1 available range ------- Command is invalid (Error code “?")
Note: When Logo Lock is enabled, matching Logo PIN code switches Logo but
Logo Lock is not cancelled (Lock status is kept).
*When 2="USER” is received, error code “101” is returned, in the case of
Capture non-practice.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.9.5 CF_FANSPEED Command

Command | “CF_FANSPEED_%1" [CR]

“MAX” - Select Maximum speed of Fan Control

0,
L. “NOR” Select Normal speed of Fan Control

Switch Fan Control Speed. (Valid only when in the normal Power ON status.)
Details The status set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.

Acceptable “000” [CR]

Response
Unacceptable | “Error Code” [CR]

8.9.6 CF_RCODE Command

Command | “CF_RCODE_%1" [CR]

“001” Select Code 1
“002" Select Code 2
“003” Select Code 3
“004" Select Code 4
%1 “005” Select Code 5
“006” Select Code 6
“007” Select Code 7
“008” Select Code 8
“UP” —mm e Switch forward (Codel—Code2—Code3 - - - -Code8—Codel)
“DN" -=mmmm- Switch backward (Code8—Code7—Code6 - - -—Codel—Code8)

Select Remote Control Code (Valid only when in the normal Power ON status)
Details The status set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.

Acceptable “000" [CR]

Response

Unacceptable | “Error Code” [CR]
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8.9.7 CF_RSENS Command

Command

“CF_RSENS_%1" [CR]

%1

“‘BOTH” Select both front and back receiver of projector
“FRONT” -- Select only front receiver of projector

“BACK” Select only back receiver of projector

“UP” —-mmee- Switch forward (BOTH — FRONT — BACK — BOTH)

“DN” ===~ Switch backward (BACK — FRONT — BOTH — BACK)

Details

Select location of infrared remote receiver of remote control (Available only in the
normal Power ON status)

The status set by this command is stored in EEPROM and setting remains
effective even after the power is turned to ALL OFF status.

Response

Acceptable “000" [CR]

Unacceptable | “Error Code” [CR]

8.9.8 CF_P-MANE Command

Command | “CF_P-MANE_%1" [CR]
“OFF” Set Power Management to Off
“READY” - Set Power Management to Ready

%1 “SHUTDOWN" -----mmmmmmmmmm e Set Power Management to Shut Down mode
UP” —mmmm oo Switch forward (Off-Ready—Shut down—Off)
“DN” mmmmmmmmmmmm o Switch backward (Off >Shut down—Ready—Off)
Set/Cancel Power Management. (Valid only when in the normal Power ON status.)
Details The status set by this command is stored in EEPROM and the setting remains

effective after the power is turned to ALL OFF status.
Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

8.9.9 CF_P-MANETIME Command

Command | “CF_P-MANETIME_%1" [CR]
‘01" - "30" —mmmmmme e Directly specify setting time by the minute
“UP” -- Increment value by 1
%1 (Switched in 01—02— --- — 30 — 01 order)
“DN" Decrement value by 1
(Switched in 30—29— --- — 01 — 30 order)
Set time of Power Management time (Available only in the normal Power ON
Details status). The status set by this command is stored in EEPROM and setting remains
effective even after the power is turned to ALL OFF status.
Acceptable “000” [CR]
Response

Unacceptable | “Error Code” [CR]

8.9.10 CF_ON-STA Command

Command

“CF_ON-STA %1” [CR]

%1

“ON” Set Power On Start to ON.

O e Set Power On Start to OFF.

UP” —mmmmm e e e e Toggle between ON and OFF.(On—Off-0n — - - -)
“DN" Toggle between ON and OFF.(On—Off-0On — - - -)
*UP” and “DN” are exactly same operation.

Details

Set/Cancel Power ON Start (Only valid when it is in the normal Power ON status)
The status set by this command is stored in EEPROM and the setting remains
effective after the power is turned to ALL OFF status.

Response

Acceptable “000” [CR]

Unacceptable | “Error Code” [CR]
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8.9.11 CF_PJPINCODE Command

Command | “CF_PJPINCODE_%1" [CR]

%1 “0000 — 9999 ------------- Directly specify PJ PIN code

Enter PIN code to cancel PIN code lock (Available only in the normal Power ON
status)

PIN code can not be changed. (Only PIN code lock is canceled.)

*When PIN code Lock is enabled:

PIN code is matched ---------------==-=-==--- Command is valid (Acceptable)

PIN code is mismatched -------------------- Command is invalid (Error code “102")

PIN code is beyond %1 available range ----- Command is invalid (Error code “?”)
Details When PIN code lock is canceled:

PIN code is within %1 range ----------- Command is valid (Acceptable)

PIN code is out of %1 range ----------- Command is invalid (Error code is 102)

This command is only valid when “PJ PIN code” dialog is displayed to enter PIN
code after Power is ON and Countdown is completed.

When PIN code lock is set to “Onl”, it needs to send this command every time the
projector is turned on.

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

8.9.12 CF_FILH Command

Command | “CF_FILH_%1" [CR]

%1 “RST” --mmmmmmmmm e Reset Filter used time

Details Reset used time for filter of projector

Acceptable “000” [CR]
Response

Unacceptable | “Error Code” [CR]

8.9.13 CF_FILTIMER Command

Command | “CF_FILTIMER_%1” [CR]

“0400” Set 400 hours

“0700” Set 700 hours

“1000” Set 1000 hours

O Set Off(Do not warning display)

%1

Details Set time to display Filter cleaning / replacement warning on screen

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

8.9.14 CF_FILCTL Command

Command | “CF_FILCTL_%1" [CR]

%1 “ROLL" -=-mmmmmmmmm o Execute operation of scroll of filter

Details Execute operation of scroll of filter

Acceptable Acceptable

Response

Unacceptable | Unacceptable
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8.9.15 CF_FILSCRL Command

Command | “CF_FILSCRL_%1” [CR]

%1 “RST” —-mmmmmmmmmm e - Reset Filter scroll counter

Details Reset Filter scroll counter

Acceptable Acceptable

Response
Unacceptable | Unacceptable

8.9.16 CF_TESTPAT Command

Command | “CF_TESTPAT_%1" [CR]

“COLOR" ----mmmmmmmmmmmmmm e Display Color bar

“GRAD1" ------mmmmmmmmmeeee Display 16step(white—black)

“GRAD2" ------mmmmmmmmme e Display 16step(white<black)

“GRAD3" ------mmmmmmmmmemee Display 16step(white | black)

“GRAD4" ------mmmmmmmmmeeee Display 16step(whitetblack)
%1 “WHITE” -----=-mmmm e Display all white

“BLACK?” ==mmmmmmmmmmmmm e Display all black

“CROSS" ------=mmmmmmmmmmmoam Display Cross

“OFF” Do not show test pattern display

“UP” ommmm o e Switch forward

“DN” Switch backward

Details Execute test pattern display.(Available only in the normal Power ON status)

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

8.9.17 CF_FDEFAULT Command

Command | “CF_FDEFAULT_%1" [CR]

%1 “RST”
. Return the settings to Factory Default status (Valid only when in the normal Power
Details
ON status)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.9.18 CF_KEYDIS Command

Command | “CF_KEYDIS_%1” [CR]

“NONE" ---------mmmmmmme e RC & KEY are valid
%1 “RC” RC is invalid
“KEY” KEY is invalid

Details Set the limitation of RC/KEY use (Valid only when in the normal Power ON status)

Acceptable “000” [CR]

Response

Unacceptable | “Error Code” [CR]

39/70



PLC-XF71 Expand Serial Command Functional Specifications

8.9.19 CF_SHUTRCPROT Command

Command | “CF_SHUTRCPROT_%1" [CR]
%1 “ON” = Disable RC key from controlling Shutter (Protection On)
0 “OFF” —-mmmmmemmm e Enable RC key to control Shutter (Protection Off)
Details Set valid / invalid of RC use on Shutter control function

(Valid only when in the normal Power ON status)
Acceptable “000” [CR]

Response
Unacceptable | “Error Code” [CR]

8.9.20 CF_SHUTKEYPROT Command

Command | “CF_SHUTKEYPROT_%1" [CR]

%1 “ON” ==--mmmem Disable key on the top panel from controlling Shutter (Protection On)
0 “OFF" -------- Enable key on the top panel to control Shutter (Protection Off)
Details Set valid / invalid use of key on the top panel on Shutter control function.
(Valid only when in the normal Power ON status)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.9.21 CF_SHUTH Command

Command | “CF_SHUTH_%1” [CR]

“005"-“180"---------- Specify setting time directly
%1 “UP” e Add 1 minute
“DN” =ommmmmmmmmme e Decrease 1 minute

Set time of operating shutter management function.
(Valid only when in the normal Power ON status)

—— The status set by this command is stored in EEPROM and setting remains
effective even after the power is turned to ALL OFF status.
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.10 Other Command
8.10.1 CF_SHUTTER Command

Command | “CF_SHUTTER_%1" [CR]
%1 “OPEN"--------nm e Open Shutter
° “CLOSE” ---rnrmeememon Close Shutter
. Control OPEN / CLOSE of Shutter (Valid only when in the normal Power ON
Details
status)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]
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8.11 HD data wireless Command
8.11.1 CF_ HDWLMODE Command

Command | “CF_HDWLMODE_%1" [CR]
%1 “SINGLE"------------------ 1-1 mode
0 “BLOADCAST" ---------- 1-N mode
Details Set communication mode with a radio transmitter.
(Valid only when HD-wireless input is selected)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.11.2 CF_HDWLAUTH Command

Command | “CF_HDWLAUTH_%1" [CR]
%1 “EXECUTE"----- Perform the authentication between Tx-Rx.
° “RST" - Reset the authentication between Tx-Rx.
Details Perform / Reset the authentication between Tx-Rx.

(Valid only when HD-wireless input is selected and Single mode is set)
Acceptable “000” [CR]

Response
Unacceptable | “Error Code” [CR]

8.11.3 CF_HDWLINID Command

Command | “CF_HDWLINID_%1” [CR]

wrrkrkink (Eight digits)----- 1D of Tx

%1 . - A
is shown in capitalized letter, from O - F.
Details Set the Input ID of the transmitters when Broadcast mode is selected
(Valid only when HD-wireless input is selected and Broadcast mode is set)
Acceptable “000” [CR]
Response
Unacceptable | “Error Code” [CR]

8.11.4 CF_HDWLFDEF Command

Command | “CF_HDWLFDEF_%1" [CR]

%1 “RST"------ Return the settings to Factory default status of HD -wireless setting

Return the settings to Factory Default status of HD data wireless setting
Details *Valid only when HD-wireless input is selected
* The projector-related setting does not return to Factory default status

Acceptable “000” [CR]
Response

Unacceptable | “Error Code” [CR]
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9 Status Read Command
9.1 Format

1) PC issues a command in the format below:
“CR [commandf [CR]
Command: String

2) When the projector receives the applicable command, it returns the required information

as a data string.

“000_" %1 [CR]
%1: required Information (a data string. Refer to [Basic Status Read Command Table])

3) When the received data cannot be decoded, the projector returns “?” [CR]

9.2 Transfer Example
Getting total dots of the projector by Expand Serial Commands
PC — PJ: “CR_TDOTS” [CR]
PC — PJ: “000_1344” [CR]

9.3 Operation condition

Basically it should be always operated.
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9.4 Image Status Read Commands
9.4.1 CR_CONT Command

Command | “CR_CONT” [CR]
Details Get user controlled value of Contrast
Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?” [CR]

9.4.2 CR_BRIGHT Command

Command | “CR_BRIGHT” [CR]
Details Get user controlled value of Brightness
Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?” [CR]

9.4.3 CR_COLOR Command
Command | “CR_COLOR” [CR]
Details Get user controlled value of Color
Acceptable “000_%1" [CR]
%1 “000” - “063”
R
esponse “Error Code” [CR] ----------- When command is invalid in the given
Unacceptable | condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.4.4 CR_TINT Command
Command | “CR_TINT" CR]
Details Get user controlled value of Tint
Acceptable “000_%1" [CR]
%1 “000” - “063”
R
esponse “Error Code” [CR] ----------- When command is invalid in the given
Unacceptable | condition (such as being selected input)
“?" [CR] --------- When unknown command is received
9.4.5 CR_APCTRL Command
Command | “CR_APCTRL” [CR]
Details Get setting status of Auto Picture Control
Acceptable “000_%1" [CR]
UL —mmmmmm e Operate Auto Picture Control with Levell
Response %1 HL27 mmmmmmmm e Operate Auto Picture Control with Level2
“OFF” --m--mmmememee- Set Auto Picture Control OFF
Unacceptable | “?”" [CR]
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9.4.6 CR_COLTEMP Command

Command | “CR_COLTEMP” [CR]
Details Get Color Temperature setting status
Acceptable “000_%1" [CR]
“000” ~“003"
Response %1 “BLANK” ---- OSD Menu is blank
(Neither of Xlow / Low / Mid / High)
Unacceptable | “?”" [CR]

9.4.7 CR_WBAL-R Command

Command | “CR_WBAL-R’ [CR]

Details Get user controlled Red value of White Balance

Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?" [CR]

9.4.8 CR_WBAL-G Command

Command | “CR_WBAL-G” [CR]

Details Get user controlled Green value of White Balance

Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?”" [CR]

9.49 CR_WBAL-B Command

Command | “CR_WBAL-B” [CR]

Details Get user controlled Blue value of White Balance

Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?”" [CR]

9.4.10 CR_OFFSET-R Command

Command | “CR_OFFSET-R” [CR]
Details Get user controlled Red value of Offset
Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?”" [CR]

9.4.11 CR_OFFSET-G Command

Command | “CR_OFFSET-G” [CR]
Details Get user controlled Green value of Offset
Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?”" [CR]
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9.4.12 CR_OFFSET-B Command

Command | “CR_OFFSET-B” [CR]
Details Get user controlled Blue value of Offset
Acceptable “000_%1" [CR]
Response %1 “000” — “063”
Unacceptable | “?”" [CR]

9.4.13 CR_SHARP Command

Command | “CR_SHARP" [CR]
Details Get user controlled value of Sharpness
Acceptable “000_%1" [CR]
Response %1 “000” — “031”
Unacceptable | “?”" [CR]

9.4.14 CR_GAMMA Command

Command | “CR_GAMMA" [CR]
Details Get user controlled value of Gamma
Acceptable “000_%1" [CR]
Response %1 “000” — “015”
Unacceptable | “?" [CR]

9.4.15 CR_NZRED Command

Command | “CR_NZRED" [CR]
Details Get Noise Reduction setting status
Acceptable “000_%1" [CR]
%1 “ON” Noise Reduction is ON
“OFF” —-mmmmmm e Noise Reduction is OFF
Response
“Error Code” [CR] ----------- When command is invalid in the given
Unacceptable | condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.4.16 CR_PROGV Command

Command | “CR_PROGV” [CR]
Details Get Progressive scan setting status
Acceptable “000_%1" [CR]
“ON” Set Progressive scan On
%1 “FILM” --- Select FILM mode
Response “OFF” ---- Set Progressive scan Off
“Error Code” [CR] ----------- When command is invalid in the given
Unacceptable | condition (such as being selected input)
“?" [CR] --------- When unknown command is received
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9.4.17 CR_IMAGE Command

Command | “CR_IMAGE” [CR]
Get image setting status.

Details The Required data “CUSTOM1” — “CUSTOM10” corresponds to “Imagel” —
“Image10” displayed when selecting Image on OSD Menu.
Acceptable “000_%1" [CR]

“STAND” - Standard
“REAL” Real
“CINEMA” Cinema
“CUSTOM1” --- “Imagel”
“CUSTOM2" --- “Image2”
“CUSTOM3" --- “Image3”
%1 “CUSTOM4" --- “Image4”
Response “CUSTOMS" —-mmmmmmmmmmm oo “Image5”
“CUSTOMG6” --- “Image6”
“CUSTOM7" --- “Image7”
“CUSTOMS8” --- “Image8”
“CUSTOM9” --- “Image9”
“CUSTOM10” “Image10”
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.4.18 CR_IMGGMD Command

Command | “CR_IMGGMD” [CR]
Details Get setting status of Standard/Real/Cinema in Image Gamma
Acceptable “000_%1" [CR]
“STD” -- Standard
Response %1 “REL” Real
“CNM” Cinema
Unacceptable | “?” [CR]
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9.5 PC Status Read Commands

9.5.1 CR_FSYNC Command

Command | “CR_FSYNC" [CR]
Details Get value of Fine Sync
Acceptable “000_%1" [CR]
Response
%1 “0000” — “0031”

Unacceptable

“Error Code” [CR] -------------- When command is invalid in the
given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.2 CR_TDOTS Command

Command | “CR_TDOTS"” [CR]
Details Get value of Total Dots
Acceptable “000_%1" [CR]
“mmmm” —“nnnn”
%1 (mmmm = Display area H + Position H)
Response (nnnn = Maximum value less than 140 MHz of Dot Clock)
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.3 CR_H-POS Command

Command | “CR_H-POS” [CR]
Details Get value of Horizontal Position
Acceptable “000_%1" [CR]
%1 “0000" — “ nnnn”
Response (nnnn = Total Dots - Display Area H)
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.4 CR_V-POS Command

Command | “CR_V-POS” [CR]
Details Get value of Vertical Position
Acceptable “000_%1" [CR]
%1 “0000" — * nnnn” -
Response (nnnn = Total Line - Display Area V)
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.5 CR_CLAMP Command

Command | “CR_CLAMP” [CR]
Details Get value of Clamp
Acceptable “000_%1" [CR]
Response
%1 “0000” — “ 4095”
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Unacceptable

“Error Code” [CR] When command is invalid in the
given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.6 CR_DDOTS Command

Command | “CR_DDOTS” [CR]
Details Get value of Display Dots
Acceptable “000_%1" [CR]
“0256"-"nnnn”
%1 _ i
Res (nnnn = Total Dots — Position H)
ponse
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.7 CR_DLINE Command

Command | “CR_DLINE” [CR]
Details Get value of Display Line
Acceptable “000_%1" [CR]
“0100" — “ nnnn”
%1 _ . .
R (nnnn = Total Line — Position V)
esponse

Unacceptable

“Error Code” [CR] When command is invalid in the
given condition (such as being selected input)
“?" [CR] --------- When unknown command is received

9.5.8 CR_SETPCADJ Command

Command | “CR_SETPCADJ" [CR]
Details Get PC signal for current system
Acceptable “000_%1" [CR]
When input signal is PC Analog;
“VGAL” —--mmmmm oo Indicates VGAL is selected
“VGA2" —-mmmmmm o Indicates VGAZ2 is selected
“XGAL” e Indicates XGALl is selected
“WXGA3” --m-mmmmmmmmmmmmm e Indicates WXGA3 is selected
“1080I" -----mmmmmmmmmmmm e Indicates 1080i is selected
“1035I" ---m-mmmm e Indicates 10350i is selected
“T20p" --m-mmmmmmm e e Indicates 720p is selected
“575p" --------- --- Indicates 575p is selected
“480p" --m--m-mmmm e mm e Indicates 480p is selected
Response %1 “575!" Indicates 575i is selected
P 0 “4801" Indicates 480i is selected
“1080psf/24” --------mmmmammm- Indicates 1080psf/24 is selected
“1080psf/25” ------=-=mmammm- Indicates 1080psf/25 is selected
“1080psf/30” --------===m==--- Indicates 1080psf/30 is selected
“MODElO" ------------------- Indicates Model0 is selected
CEXTLLY —-ommmmmm oo EXT11 is selected
“EXT60” ----mmmmmmmmmmmmmemee EXT60 is selected
* Error Code “101” [CR] is returned for no signal.
* When input signal is not PC Analog, error code “101” is
returned.
Unacceptable | “?” [CR]
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9.5.9 CR_ORGMODE Command

Command | “CR_ORGMODE" [CR]
Details Get the original signal of current selected Mode that is set in PC Ad,|.
When MODEZ1- 10 or EXT11-60 is not selected, get the current signal.
Acceptable “000_%1" [CR]
When input signal is PC Analog;
VGAL” --mmmm oo oo Indicates signal Is VGA1
VGA2" —-mmmmmm oo oo Indicates signal is VGA2
“XCAl" ------------------------ Indicates signal is XGA1
“WXGAS" --------------------- Indicates signal is WXGA3
“1080i60” Indicates signal is 1080i60
“1080i50” Indicates signal is 1080i50
“1035i" ---mmmmmmm e Indicates signal is 10350i
Response %1 “720p60" ------=mm e mmem e Indicates signal is 720p60
“720p50" --------mm e Indicates signal is 720p50
“575p” Indicates signal is 575p
“480p” Indicates signal is 480p
“575i" Indicates signal is 575i
“4801" Indicates signal is 480i
“1080psf/24” ------=-=mmmemmm- Indicates signal is 1080psf/24
“1080psf/25” --------- --- Indicates signal is 1080psf/25
“1080psf/30” --------=m=m=mm-- Indicates signal is 1080psf/30
Note; To differentiate between 60Hz and 50Hz in 1080i and 720p,
“60” or “60” is necessary to add to the parameter in this command
* When input signal is not PC Analog, error code “101” is
returned.
Unacceptable | “?” [CR]
9.5.10 CR_PCSTORE Command
Command | “CR_PCSTORE" [CR]
Details Get Free or Stored status of MODEL1 - 5 in PC Adjust.
Data consists of 10 bytes and each byte represents MODE1-10.(F:Free, S:Stored)
Acceptable “000_%1" [CR]
“FFFFFFFFFF" ----mmmemeeee- ALL Free
“‘SFFFFFFFFF" ---=---mmemme-- Model is Stored, others are Free
%1 :
Response “FFFFFFFFFES” --------=------ Model0 is Stored, others are Free
“SSSSSSSSSS” -------- - ALL Stored
“Error Code” [CR] -------------- When command is invalid in the
Unacceptable | given condition (such as being selected input)
“?" [CR] --------- When unknown command is received
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9.6 Video Status Read Command
9.6.1 CR_SERSYS Command

Command | “CR_SERSYS” [CR]
Details Get currently selected signal.
Value only when Input is video. (Invalid when Input is computer)
Acceptable “000_%1" [CR]
“1080160"--------------- 1080i 60Hz
“1080150” -------------- 1080i 50Hz
“10351" -----mmm e 1035i
“720P60" --------------- 720p 60Hz
“720P50" --------------- 720p 50Hz
0,
Response %1 W5 7BP e 575p
“A480P” ----mmmmmeeeeen 480p
‘575" -mmemmeeee- 575i (includes composite signal such as PAL)
“480I" ------------- 480i (includes composite signal such as NTSC)
“NO_SIGNAL" ---------m-==-- There is no signal
Unacceptable | “?” [CR]

9.7 Input Read Command
9.7.1 CR_INPUT Command

Command | “CR_INPUT” [CR]
Details Get selected INPUT No.
Acceptable “000_%1" [CR]
Response %1 1 —4”
Unacceptable “?" [CR]

9.7.2 CR_SOURCE Command

Command | “CR_SOURCE” [CR]
Details Get selected Source
Acceptable “000_%1" [CR]
“DIGITAL” === =mmm o mmem e DVI Input is selected
“ANALOG ---------mmmmemmm- ANALOG RGB is selected
“VIDEO” Video Input is selected
“S-VIDEQ” -----=-mnmmmmmmmaem S-VIDEO Input is selected
“YPBPR” ------mmmmmm e Y/Pb/Pr Input is selected
“SDI1” DF-SDI1 Input is selected
%1 “SDI2"-n emmmmm e DF-SDI2 Input is selected
Response “HDCP” ---mmmmmmmmmmm e HDCP Input is selected
“SCART" =-mmmmmmmmmmmmem e SCART Input is selected
“NETWORK?” --=-mnmmmmme e NETWORK Input is selected
“HDWL”" HD data wireless input is selected
“BLANK” without Source (LAN card)
“NOCARD” --------mnmmmmmmmmem There is no board inserted

Unacceptable

“Error Code” [CR]

given condition (such as being selected input)

“?" [CR]

--------- When unknown command is received

When command is invalid in the
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9.7.3 CR_SYSTEM Command

Command | “CR_SYSTEM” [CR]
Details Get selected System
Acceptable “000_%1" [CR]
VGAL” -mmmmmmmm oo indicates VGAL1 is selected
VGA2" - ommm e indicates VGA2 is selected
“XGAL" --mmmmmm oo indicates XGAL is selected
“WXGAZ" ---mmmmmmmm e meean indicates WXGAS is selected
“10801" --- indicates 1080i is selected
“1035!1” indicates 1035iis selected
“720p" indicates 720p is selected
“575p" indicates 575p is selected
Input is “480p" indicates 480p is selected
PC Analog “575I1" indicates 575i is selected
“4801” indicates 480i is selected
“1080PSF/24" -----m-mmmmmmm- indicates 1080psf/24 is selected
“1080PSF/25" ---------=m---- indicates 1080psf/25 is selected
“1080PSF/30" --------------- indicates 1080psf/30 is selected
“MODE1" ------===nmmmmmm - indicates Model is selected
“MODE10" ------=mnmmmmmmem indicates Mode10 is selected
CEXTLL” --mmmmmmmmmm oo indicates EXT11 is selected
“EXTB0" ---mmmmmmmmemmmmmmeen indicates EXT60 is selected
* Error Code “101” [CR] is returned for no signal
“D-XGAL" --mmmmmmmmmmmmmean indicates D-XGAL is selected
“D-WXGAZ" - e indicates D-WXGAS3 is selected
“D-10801" indicates D-1080i is selected
Response | %1 i B “D-10351" indicates D-1035i is selected
PC-Digitall “D-7T20P” -mmmmmmmmmmmmmemee !nd!cates D-720p is selected
AV-HDCP “D-575P” --mmmmmmmemm oo !nd!cates D-575p is selected
“D-480P” ---nmmmmmmmmm e indicates D-480p is selected
“D-1080PSF/24" -------- indicates D-1080psf/24 is selected
“D-1080PSF/25" -------- indicates D-1080psf/25 is selected
“D-1080PSF/30" -------- indicates D-1080psf/30 is selected
* Error Code “101” [CR] is returned for no signal
“AUTQO” - -mmmmmmmmem e indicates Auto is selected
“10801" ----- indicates 1080i60Hz is selected
“10351" ----mmmmm oo indicates 1035i is selected
“T20P” —mm e indicates 720p is selected
Input is “BTEP” e indicates 575p is selected
Y,Pb/Cb,Pr/Cr | “480P” ----=-==-=-mmmeeev indicates 480p is selected
“BTEI" —mmm e e indicates 575i is selected
“480I" —mmm e e indicates 480i is selected
* Selected System is returned, whether or not signal is
coming.
“AUTO” - mmmmmmm e e indicates Auto is selected
“NTSC” --- indicates NTSC is selected
“NTSC443” indicates NTSC4.43 is selected
Input is Video “PAL” —mmmmmmm oo i_ndi_cates PAL is se_lected
or S-video “‘SECAM"” --- |_nd|_cates SECAM is selected
“PAL-M" ----- ---- indicates PAL-M is selected
“PAL-N" -mmmmmmmmmeeeeee indicates PAL-N is selected
* Selected System is returned, whether or not signal is
coming.
Unacceptable “Error Code” [CR]
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9.7.4 CR_SRCINP1 Command

Command | “CR_SRCINP1" [CR]
Details Get Source of Inputl
Acceptable “000_%1" [CR]
“DIGITAL” === mmmmmmm e eeem in Computer mode
“ANALOG™ --=mmmmmmmmmmmeae in Computer mode
“VIDEO" --------- in Video mode
“S-VIDEO” in Video mode
“YPBPR” ------omm oo - in Component mode
Response %1 “SDI1” in DF-SDI1 mode
P “SDI2” in DF-SDI2 mode
“HDCP” ----- e in HDCP mode
“SCART"----mmmmmmmmmmemm oo e in SCART mode
“HDWL - mmm e o emee in HD-wirelss mode
“BLANK? =-mmmmmmmmmmmeeoeeee There is no input source (LAN card)
“NOCARD” -------mmmmmmmmmme - There is no board inserted
Unacceptable | “?” [CR]

9.7.5 CR_SRCINP2 Command

Command

“CR_SRCINP2’ [CR]

Details

Get Source of Input 2

Response

Acceptable

“000_%1" [CR]

%1

The same data as CF_SRCINP1

Unacceptable

“?" [CR]

9.7.6 CR_SRCINP3 Command

Command

“CR_SRCINP3’ [CR]

Details

Get Source of Input 3

Response

Acceptable

“000_%1" [CR]

%1

The same data as CF_SRCINP1

Unacceptable

“?" [CR]

9.7.7 CR_SRCINP4 Command

Command

“CR_SRCINP3’ [CR]

Details

Get Source of Input 4

Response

Acceptable

“000_%1" [CR]

%1

The same data as CF_SRCINP1

Unacceptable

“?" [CR]

9.7.8 CR_HMSLOT Command

Command

“CR_HMSLOT’ [CR]

Details

Get the total number of Slots(Inputs)

Response

Acceptable

“000_%1" [CR]

%1

“004”

Unacceptable

“?"[CR]
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9.7.9 CR_NMSLOT1 Command

Command | “CR_NMSLOT1” [CR]

Details Get the board name inserted to Slotl

Acceptable “000_%1" [CR]

“HDCP-DVI2" ------nnmmmmmmemm- Inputl/ New HDCP&DV!I board
“5BNC-VIDEQ"---------=--=--=--- Input2/ New Video board
“VGA” --- VGA D-Sub board
“NETWORK? -----nnmmmmmmmmmnae NETWORK board
“BBNC” =----mmmmmmmmmmmemee o Component board

REElES ks DU YRS o — HD&SD-SDI board
“HDCP-DVI" =----mmmmmmmmmmmeaae HDCP&DVI board
“WARP? —--memmmemmemcem e Warp board
“POA-MD26HDWL"---------- Wireless movie card
“NOTERMINAL” --------mmomom There is no board inserted

Unacceptable | “?” [CR]

9.7.10 CR_NMSLOT2 Command

Command | “CR_NMSLOT2” [CR]

Details Get the board name inserted to Slot 2

Acceptable “000_%1" [CR]

Response %1 The same data as CR_NMSLOT1

Unacceptable | “?”" [CR]

9.7.11 CR_NMSLOT3 Command

Command | “CR_NMSLOT3” [CR]

Details Get the board name inserted to Slot 3

Acceptable “000_%1" [CR]

Response %1 The same data as CR_NMSLOT1

Unacceptable | “?”" [CR]

9.7.12 CR_NMSLOT4 Command

Command | “CR_NMSLOT4” [CR]

Details Get the board name inserted to Slot 4

Acceptable “000_%1" [CR]

Response %1 The same data as CR_NMSLOT1

Unacceptable | “?”" [CR]

9.7.13 CR_IDSLOT1 Command

Command | “CR_IDSLOT1” [CR]

Details board and specify the valid Input source.

Get ID information on Slot 1.This command is used to recognize the inserted

Response | Acceptable “000_%1" [CR]
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‘01" -ommemeee- D-sub board
Valid Input Source: ANALOG
‘03" --ommmemeee- Network board
Valid Input Source: NONE (BLANK)
O Component board
Valid Input Source: ANALOG, YPBPR
‘08" --ommmmeeee- DUAL-SDI board
Valid Input Source: SDI1, SDI2
‘09" ---mmmmemeeee- HDCP-DVI board
Valid Input Source: DIGITAL, ANALOG, HDCP, SCART
“10" --ommmemeeee- Warp board
%1 Valid Input Source: DIGITAL, HDCP
B R New HDCP-DVI board
Valid Input Source: DIGITAL, ANALOG, HDCP, SCART
B New Component & Video board
Valid Input Source: ANALOG, YPBPR, VIDEO,S-VIDEO
B Wireless movie card
Valid Input Source:HD-wireless
“30" --mmmmmemeeee- On-board(DVI-DSub+D-Sub)
Valid Input Source: DIGITAL, ANALOG, HDCP, SCART
R On-board(5BNC+S-video)
Valid Input Source: ANALOG, YPBPR, VIDEO,S-VIDEO
“99" -ommemeeee- No board inserted
Unacceptable | “?” [CR]

9.7.14 CR_IDSLOT2 Command

Command | “CR_IDSLOT2” [CR]

Get ID information on Slot 2. This command is to recognize the inserted slot

Detais board and specify the valid Input source.
Acceptable “000_%1" [CR]
Response %1 The same as CR_IDSLOTl

Unacceptable | “?” [CR]

9.7.15 CR_IDSLOT3 Command

Command | “CR_IDSLOT3” [CR]

Get ID information on Slot 3. This command is to recognize the inserted slot board

—— and specify the valid Input source.
Acceptable “000_%1" [CR]
Response %1 The same as CR_IDSLOT1

Unacceptable | “?” [CR]

9.7.16 CR_IDSLOT4 Command

Command | “CR_IDSLOT4” [CR]

Get ID information on Slot 4. This command is to recognize the inserted slot board

—— and specify the valid Input source.
Acceptable “000_%1" [CR]
Response %1 The same as CR_IDSLOT1

Unacceptable | “?” [CR]
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9.8 Screen Status Read Commands
9.8.1 CR_SCREEN Command

Command | “CR_SCREEN” [CR]

Details Get currently selected screen image size

Acceptable “000_%1" [CR]

“NORMAL" -----mnmmmmmmmmm e Normal mode
“WIDE” Wide mode
%1 “PULL" —--—-mmmm e Full mode
Response “TRUE” - oo True mode
“CUSTOM” ----mmmmmmmmmmmemecmee Custom mode

oAl (o] [——

“Error Code” [CR] ---------
Unacceptable | given condition (such as being selected input)

----- When command is invalid in the

When unknown command is received

9.8.2 CR_KYSTNMODE Command

Command | “CR_KYSTNMODE” [CR]

Details Get setting status of Keystone Store Mode

Acceptable “000_%1" [CR]

Response %1 “STR” -mmmmmmm e Store mode is “Store”
P “RST” -mmmmmmm e Store mode is “Reset”
Unacceptable | “?”" [CR] --------=-======--=- When unknown command is received

9.8.3 CR_CEIL Command

Command | “CR_CEIL” [CR]

Details Get setting status of Ceiling

Acceptable “000_%1" [CR]

“ON” -

Response %1

Ceiling projection is enabled
Ceiling projection is disabled

Unacceptable | “Error Code” [CR]

9.8.4 CR_REAR Command

Command | “CR_REAR’ [CR]

Details Get setting status of Rear function

Acceptable “000_%1" [CR]

“ON” -

Response %1

Rear projection is enabled
Rear projection is disabled

Unacceptable | “Error Code” [CR]

9.8.5 CR_VSCALE Command

Command | “CR_VSCALE” [CR]

Details Get setting status of V scale

Acceptable “000_%1" [CR]

Response %1 “-32" 035"

Unacceptable | “Error Code” [CR]
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9.8.6 CR_VPOS Command

Command | “CR_VPOS" [CR]
Details Get setting status of VV Position
Acceptable “000_%1" [CR]
Response %1 “15" 015"
Unacceptable | “Error Code” [CR]

9.8.7 CR_HSCALE Command

Command

“CR_HSCALE” [CR]

Details

Get setting status of H scale

Response

Acceptable

“000_%1" [CR]

%1

“-32" "03%"

Unacceptable

“Error Code” [CR]

9.8.8 CR_HPOS Command

Command

“CR_HPOS” [CR]

Details

Get setting status of H Position

Response

Acceptable

“000_%1" [CR]

%1

“-15" "01%”

Unacceptable

“Error Code” [CR]
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9.9 Lamp Status Read Commands

9.9.1 CR_LAMPREPL Command

Command | “CR_LAMPREPL" [CR]
Details Get the information of Lamp Replacement time
Acceptable “000_%1" [CR]
o
2 e indicates 2 lamps are used in this model.
F e indicates the status of each lamp in lamp number
order.
“Y” means the lamp operating time is over the
Response %1 threshold for lamp replacement, and “N” means
it has not reached to.

e.g.

“2YN” —-mmmmeeee This indicates it is 2-lamp system, and Lamp #2
has not been reached to the replacement time
while #1 should be replaced.

Unacceptable | “?” [CR]

9.9.2 CR_LAMPMODE Command

Command | “CR_LAMPMODE” [CR]
Details Get Lamp mode setting status
Acceptable “000_%1" [CR]
“FULL" ---m-mmmmmmemee Lamp mode is set to 2-lamp (FULL)
Response Vi “HALF” ---mmmmmmmeeee Lamp mode is set to 1-lamp (HALF)
Unacceptable | “?”" [CR]

9.9.3 CR_AUTOLAMPCONTRL Command

Command | “CR_AUTOLAMPCONTRL" [CR]
Details Get selected Lamp control mode
Acceptable “000_%1" [CR]
“NORMAL" ---------- NORMAL is selected.
Response %1 “ECQ” ---mmmmmmmmmme - ECO is selected.
“AUTO” ----mmmmmmmm- AUTO is selected.

Unacceptable

“Error Code” [CR]

9.9.4 CR_LAMPSTS Command

Command | “CR_LAMPSTS” [CR]
Details Get the information of Lamp lighting status
Acceptable “000_%1" [CR]
o
The first character indicates 2 lamps are used in this model.
The following characters indicate each lamp status in lamp
number order as showed below.
B R e e Lamp is ON
0,
Response %1 e Lamp is OFF
EX mm e e Lamp Failure
e.g.
‘210" mmmmm e This indicates it is 2-lamps system, Lamp
#1 is ON, and #2 is OFF.
Unacceptable | “?” [CR]
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9.9.5 CR_INFLAMP Command

Command | “CR_INFLAMP” [CR]

Details Get Lamp mode switching status

Acceptable “000_%1" [CR]

“NML" —--m-mm-- in Normal status (lamp switching operation is not
Response %1 active.)
“CNG” ---------- during lamp switching operation

Unacceptable | “?” [CR]

9.9.6 CR_PROJH Command

Command | “CR_PROJH’ [CR]

Details Get total running time of projector (in hours)

Acceptable “000_%1" [CR]

Response %1 “0000000" — “0099999”

Unacceptable “?" [CR]

9.9.7 CR_HMLAMP Command

Command | “CR_HMLAMP” [CR]

Details Get total lamp number

Acceptable “000_%1" [CR]

Response %1 “002”

Unacceptable | “?” [CR]

9.9.8 CR_LAMPH Command

Command | “CR_LAMPH’ [CR]

Get Lamp running time (in hours)

Details * I
return actual lamp running time

Acceptable | “000_%1_%2_%3_%4’ [CR]

Lamp 1 data comes first, and then one space, after that lamp 2
data is followed.
%1 = lamp No.1
%2 = lamp No.2
%3 = lamp No.3
%4 = lamp No.4

In the case of 2-lamps model, % 1 and % 2 are only used

Response 22:%_223 There are no % 3 and % 4
eg; “0410_0410_0410_0410" [CR]
=== — lamp No.1 =410 Hours
Lamp No.2 =410 Hours
Lamp No.3 =410 Hours
Lamp No.4 =410 Hours
Note;
-each data shall be 4 digits.
-“9999" is returned for 10000 hours or more.

Unacceptable | “Error Code” [CR]
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9.10 Setting Status Read Commands
9.10.1 CR_BACKGND Command

Command | “CR_BACKGND" [CR]
Details Get setting status of Screen for no signal
Acceptable “000_%1" [CR]
“BLUE” ----mmmmmmmmmmmmm e Blue Back is selected
Response %1 “USER” - User is selected
“BLACK” - Black Back is selected
Unacceptable | “Error Code” [CR]

9.10.2 CR_DISP Command

Command | “CR_DISP" [CR]
Details Get Display setting status
Acceptable “000_%1" [CR]
“ON” mmmmmmm e Display is set to ON.
Response %1 “CNTDWNOFF" ------------ Display is set to Count down OFF.
O L Display is set to OFF.
Unacceptable | “?" [CR]

9.10.3 CR_LOGO Command

Command | “CR_LOGO” [CR]
Details Get Logo setting status
Acceptable “000_%1" [CR]
“DFLT” Default Logo is enabled
Response %1 “USER” ------mmm e User is enabled
“OFF” --- Off is enabled
Unacceptable | “?” [CR]

9.10.4 CR_LOGOLOCK Command

Command | “CR_LOGOLOCK" [CR]
Details Get setting status of Logo Lock function
Acceptable “000_%1" [CR]
“ON” - Logo Lock is ON
0,
RESEOIEE e 0] = = Logo Lock is OFF
Unacceptable | “Error Code” [CR]

9.10.5 CR_RCODE Command

Command | “CR_RCODE" [CR]
Details Get currently selected Remote Control code
Acceptable “000_%1" [CR]
“001” Codel
“002" Code2
Response %1 :
“007” Code7
“008” Code8
Unacceptable | “?” [CR]
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9.10.6 CR_RSENS Command

Command | “CR_RSENS” [CR]
Details Get selected location of infrared remote receiver of remote control
Acceptable “000_%1" [CR]
“BOTH" -------- Select both front and back receiver of projector
Response %1 “FRONT" ----- Select only front receiver of projector
“BACK” ------- Select only back receiver of projector
Unacceptable | “?” [CR]
9.10.7 CR_LANG Command
Command | “CR_LANG” [CR]
Details Get selected language
Acceptable “000_%1" [CR]
“ENG” —--ommmmmmm e English is selected
“DEU” German is selected
FRA —mm e French is selected
“ITA” - Italian is selected
“ESP” o Spanish is selected
Response %1 “POR” =--ommmmmmmmmm e Portuguese is selected
P 0 “NED" Dutch is selected
“SVE” --mmmmmm e Swedish is selected
“CHI” mmmmmmmm e Chinese is selected
“KOR” =--mmmmmmmmm e Korean is selected
“JPN” Japanese is selected
“RUS” Russian is selected
Unacceptable | “?"[CR]

9.10.8 CR_ON-STA Command

Command | “CR_ON-STA” [CR]
Details Get Power ON Start setting status
Acceptable “000_%1" [CR]
“ON” =mmmmmmmmmm e Power ON Start is set to ON.
0,
REEPES e 0] = = — Power ON Start is set to OFF.
Unacceptable | “?” [CR]

9.10.9 CR_P-MANE Command

Command | “CR_P-MANE”" [CR]
Details Get setting status of Power management
Acceptable “000_%1" [CR]
“OFF” -mm e e Power Management is disabled
Response %1 “READY” ------m-mmmmmmeme- Power Management is set to Ready
“SHUTDOWN? ----- Power Management is set to Shut Down mode
Unacceptable | “?” [CR]
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9.10.10 CR_P-MANETIME Command

Command | “CR_P-MAETIME” [CR]

Details Get setting time for starting Power Management function

Acceptable “000_%1" [CR]

Response %1 “001 — 030" --------=---=-=-mmmm-- 1 to 30 minutes

Unacceptable | “?” [CR]

9.10.11 CR_FANSPEED Command

Command | “CR_FANSPEED” [CR]

Details Get currently selected Fan Control Speed

Acceptable “000_%1" [CR]
Response %1 “MAX" =mmmmmm oo Max speed of Fan Control is selected
P 0 “NOR” ----mmm e Normal speed of Fan Control is selected

Unacceptable | “?” [CR]

9.10.12 CR_KEYDIS Command

Command | “CR_KEYDIS” [CR]

Details Get setting status of RC/KEY use limitation (valid or invalid)

Acceptable “000_%1" [CR]
“NONE” -----nnnnmmmmmmmmmmeeee RC & KEY are valid
Response %1 “RC -mmmmmmmmmm oo RC is invalid
KEY” mmmm oo e KEY is invalid
Unacceptable | “?” [CR]

9.10.13 CR_SHUTRCPROT Command

Command | “CR_SHUTRCPROT" [CR]

Details Get status if Shutter can be controlled by R/C

Acceptable “000_%1" [CR]
Response %1 “ON” =mmmmmmmm e Shutter is not controllable by R/C
P ° 0] = = —— Shutter is controllable by R/C

Unacceptable | “?” [CR]

9.10.14 CR_SHUTKEYPROT Command

Command | “CR_SHUTKEYPROT” [CR]

Details Get status if Shutter can be controlled by key on the top panel

Acceptable “000_%1" [CR]
“ON” =mmmmmmmmeam Shutter is not controllable by key on the top panel
0,
REERITEE L. “OFF" —---mmmmmem- Shutter is controllable by key on the top panel
Unacceptable | “?” [CR]
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9.10.15 CR_SHUTH Command

Command | “CR_SHUTH" [CR]
Details Get time setting to start the shutter management
Acceptable “000_%1" [CR]
“005" ---mmmmmmmeme e 5minutes
“006" -------m-mmmmmmmem 6minutes
Response %1 :
“179" - 179 mi nut es
“180" ---mm-mmmmmmmeeeen 180 mi nut es
Unacceptable | “?” [CR]

9.10.16 CR_SECURITY Command
Command | “CR_ SECURITY” [CR]
Details Get ON/OFF setting status of Security on menu.
Acceptable “000_%1" [CR]
“ON" =-=--ommem- PJ is locked
0,
Edes el “OFF” —--m-memme- PJ is not locked.
Unacceptable | “Error Code” [CR]
9.10.17 CR_PJLOCKNOW Command
Command | “CR_PJLOCKNOW" [CR]
Details Get actual setting status of PIN code lock
Acceptable “000_%1" [CR]
“LOCK?” ------ PJ is locked
PIN code lock is set to ON1Z/ON2 on the menu and PJ PIN code is
not entered, therefore PJ is actually locked.
Response %1 “FREE” ------- PJ is unlocked (either A or B)
A) PJ lock is set to OFF on the menu
B) PJ lock is set to ON1/ON2 on the menu, but PIN code Lock
mode is canceled because PJ PIN code is entered.
Unacceptable | “Error Code” [CR]

9.10.18 CR_PJLOCMENU Command

Command | “CR_PJLOCKMENU" [CR]
Details Get ON/OFF setting status of PIN code lock on menu
Acceptable “000_%1" [CR]
PIN code lock ON 1 is set on the menu
Response %1 PIN code lock ON 2 is set on the menu
PIN code lock OFF is set on the menu
Unacceptable | “Error Code” [CR]

9.10.19 CR_FILH Command

Command | “CR_FILH’ [CR]
Details Get Filter used time
Acceptable “000_%1" [CR]
Response %1 “00000 - 99999”
Unacceptable | “Error Code” [CR]
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9.10.20 CR_FILCOND Command

Command | “CR_FILCOND” [CR]

Details Get status of filter clog

Acceptable “000_%1" [CR]

“CLOG” = Filter is clogged
Response %1 “WARN” = Filter is nearly clogged
“CLEAN” = Filter is not clogged

Unacceptable | “Error Code” [CR]

9.10.21 CR_FILREPL Command

Command | “CR_FILREPL” [CR]

Details Get status of Filter cleaning / replacement time

Acceptable “000_%1" [CR]

“LY e Filter Exchange time is over value of Filter Message.

0,
REERITEE L. “1N"--Filter Exchange time is not over value of Filter Message.

Unacceptable | “Error Code” [CR]

9.10.22 CR_FILTIMER Command

Command | “CR_FILTIMER” [CR]

Details Get time to display Filter cleaning / replacement warning on screen

Acceptable “000_%1" [CR]

“0400" -------mmmmmmmmmemem Display massage by 400h used.
“0700" === e e Display massage by 700h used.
0,
REERITEE L. “1000" --=-=====mm e Display massage by 1000h used.
“OFF” - mmm oo e Off(Warning display is not displayed)

Unacceptable | “Error Code” [CR]

9.10.23 CR_FILREMAIN Command

Command | “CR_FILREMAIN” [CR]

Details Get remaining number of usable Filter scroll

Acceptable “000_%1" [CR]

“09” = Remaining number of usable Filter scroll : 9 times
Response %1
“00” = Remaining number of usable Filter scroll : 0 time

Unacceptable | “Error Code” [CR]

63/70



PLC-XF71 Expand Serial Command Functional Specifications

9.10.24 CR_TESTPAT Command

Command | “CR_TESTPAT” [CR]

Details Get setting status of Test pattern

Acceptable “000_%1" [CR]
“COLOR” --=-mmm oo Color bar is displayed
“GRAD1" 16step(white—black) is displayed
“GRAD2" 16step(white<—black) is displayed
“GRAD3" 16step(white | black) is displayed
Response %1 “GRAD4" 16step(whitetblack) is displayed
“WHITE” ----------mmmmm - All white is displayed
“BLACK? =--mmmmmmmmmmmee e All black is displayed
“CROSS” --------mmmmmmmmmeem Cross is displayed
“OFF” -mmm oo Test pattern display is not displayed
Unacceptable | “Error Code” [CR]
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9.11 Other Status Read Commands

9.11.1 CR_STATUS Command

Command | “CR_STATUS” [CR]
Details Get operating status of Projector
Same as “CR0” in basic command except error code follows it.
Acceptable “000_%1" [CR]
“00” = Power ON
“80” = Standby
“40” = Countdown in process
“20” = Cooling Down in process
“10" = Power Failure
“28" = Cooling Down in process due to abnormal temperature
“88” =Standby after Cooling Down due to abnormal temperature
R %l “02” = Invalid RS-232C Command
esponse ° “24" = Power Save/Cooling Down in process
“04” = Power Save
“21" = Cooling Down in process after turned Off due to lamp
failure
“81"  Standby after Cooling Down due to lamp failure
“2C”" = Cooling Down in process after Power Off due to
Shutter management
“8C” = Standby after Cooling Down due to Shutter management
Unacceptable | “Error Code” [CR]
9.11.2 CR_SIGNAL Command
Command | “CR_SIGNAL" [CR]
Details Get status if there is any signal or not
Acceptable “000_%1" [CR]
“ON” =mmmmmmmmmm e There is signal
0,
Edes el “OFF” -mmm e e There is no signal
Unacceptable | “?” [CR]

9.11.3 CR_VMUTE Command

Command | “CR_VMUTE" [CR]
Details Get Video mute setting status
Acceptable “000_%1" [CR]
“ON” = Video mute is set to ON (Shutter Close).
0,
Edes el O Video mute is set to OFF (Shutter Open).
Unacceptable | “?” [CR]

9.11.4 CR_FREEZE Command

Command | “CR_FREEZE” [CR]
Details Get Freeze setting status
Acceptable “000_%1" [CR]
Response %1 ON : Freeze _is set to ON.
OFF" - Freeze is set to OFF.
Unacceptable | “?”" [CR]

65/70




PLC-XF71 Expand Serial Command Functional Specifications

9.11.5 CR_P-TIMER Command

Command | “CR_P-TIMER” [CR]
Details Get Presentation Timer operating status
Acceptable “000_%1" [CR]
“ON” Presentation Timer is ongoing.
Response %1 "STOP” --m e e Presentation Timer is paused.
“OFF” Presentation Timer is not active.
Unacceptable | “?”" [CR]

9.11.6 CR_TEMPWARN Command

Command | “CR_TEMPWARN" [CR]
Get the information about the temperature inside the projector (close to the
abnormal or in the abnormal status/in the safe temperature level/abnormal status
Details is not detected).
It is possible to get the information about more than one sensor all at once if it is
applicable.
Acceptable “000_%1" [CR]
wx
Sensor 1 data comes first, and then one space, after that sensor
2 data is followed.
Each data is as below:
“W"--- in or close to the abnormal temp. (Warning Temp.)
Response %1 “S”--- in the safe level of temperature (Safe Temp.).
“N"--- the given sensor does not detect abnormal temp.
e.g. “S_ W” [CR] indicates that the temperature detected at
Sensor 1 is in the safe level while Sensor 2 in the abnormal
temperature.
Unacceptable | “?” [CR]
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9.11.7 CR_TEMPFAIL Command

Command | “CR_TEMPFAIL" [CR]
Get the temperature inside the projector when the abnormal status occurs.
Details It is possible to get the temperatures for more than one sensor all at once fif it is
applicable.
Acceptable “000_%1" [CR]
e.g.“ 31.5F[CR]
_indicates a space. When the temperature goes under 0, the first
character is “-”, not a space, as in “-05.5F".
With more than one temperature sensors installed, projector
returns the responses for each sensor in a row.
e.g.“_31.5F_35.2S"[CR]
The first data indicates sensor 1 data, then one space, and
sensor 2 data is followed.
Last character in each data indicates the sensor’s status.
In the abnormal temperature --------------------- “Fr
In the safe level of temperature ------------------- “S”
Response %1 Neither in or close to the abnormal temp. ------- “N”
The second example above indicates that the temperature
detected by sensor 1 is 31.5 which means in the abnormal
temperature, and at sensor 2 is 32.5 degrees which is in the safe
temperature.
When the abnormal temperature status is not occurred the data
should be “_00.0S".
When the projector is reset, “ 00.0S” is set. Every time
abnormal temperature status is detected, it renews the data and
returns it. It only returns the renewed data of the latest abnormal
temperature and the previous data is cleared.
Unacceptable | “?” [CR]

9.11.8 CR_SERIALNO Command

Command | “CR_SERIALNO” [CR]
Details Get value of the serial number.  For Dealer
Acceptable “000_%1" [CR]
Response %1 Eight digits of alphanumeric characters
Unacceptable | “?" [CR]

9.11.9 CR_SHUTCOND Command

Command | “CR_SHUTCOND"” [CR]
Details Get setting status of Shutter
Acceptable “000_%1" [CR]
Response %1 SAFE ---------------------- Shutter operati_on i_s normal.
FAIL” -=mmmmmmmm e Shutter operation is abnormal.
Unacceptable | “?" [CR]
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9.12 HD-wireless Read Commands
9.12.1 CR_ HDWLMODE Command

Command | “CR_HDWLMODE”[CR]

Get communication mode with a radio transmitter.

Details (Valid only when HD-wireless input is selected)
Acceptable “000_%1" [CR]
S %l SINGLE"------------ 1-1 mode is set

“BROADCAST"----- 1-N mode is set

Unacceptable | “Error Code” [CR]

9.12.2 CR_HDWLAUTH Command

Command | “CR_HDWLAUTH"[CR]

Get status of the authentication between Tx-Rx.

Detais (Valid only when HD-wireless input is selected and Single mode is set)
Acceptable “000_%1" [CR]
“CONNECT"---------- Authentication is success
Response %1 “CONNECTING"----Authentication in process

“DISCONNECT"------ Authentication is failure

Unacceptable | “Error Code” [CR]

9.12.3 CR_HDWLINID Command

Command | “CR_HDWLINID” [CR]

Get the ID of the transmitters.

—— (Valid only when HD-wireless input is selected and Broadcast mode is set)
Acceptable “000_%1" [CR]
Response %1 rrikkk? (Eight digits)----- ID of Tx

* is shown in capitalized letter, from O - F.

Unacceptable | “Error Code” [CR]

9.12.4 CR_ HDWLRECEPLVY Command

Command | “CR_HDWLRECEPLV"[CR]

Get status of the reception level of a radio beam

Details (Valid only when HD-wireless input is selected)

Acceptable “000_%1" [CR]

“LVO” reception strength: High
“Lv1” -- 1

“Lv2" -
“LV3" -
“Lv4” -
“LV5" -
“LV6" -
“LVTT -- reception strength: Low

%1

Response

Unacceptable | “Error Code” [CR]

“ON” Freeze is set to ON.
“OFF” Freeze is set to OFF.

%1

Unacceptable | “Error Code” [CR]
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10 Command with Address Specification
10.1. Overview
- Commands with address are used to remote control more than one projector through RS-232C by
a computer.
- The command with address is defined as a single command per line that starts with “A” and ends
with carriage return (Ox0D).
- When a projector receives carriage return (Ox0D), it starts decoding.
- The address such as “A001" is prefixed to the Basic Serial Command or Expand Serial Command
already mentioned.
e.g.) Functional Execution Command: “A001C05" [CR]
e.g.) Status Read Command: “A001CRO0" [CR]
- Projector has the function to set up its own address in Service mode.
Initial setting value is “No0.001"
Available range of the value is “001” to “999”
- It clears the data in the receive buffer in the following cases.
When receiving LF (0x0A) or EOF (0x1A)
When it takes more than one second to receive a single command.
(Until receiving carriage return after the reception of the first data)

- It returns the response within 60ms.

10.2. Functional Execution Command with address
10.2.1. Format
1) PC issues a command in the format below:
“A” |Address|“C” Command| [CR]
or
“A” “CF_" [Command|“_" [Parameter] [CR]
Address: 3-digit number ("001” — “999")

Commands with “FFF” as the address are valid to all projectors.
Command: string (Refer to Basic and Expand Serial Command)
2) The only projector with the appropriate address decodes the received command, and
when it is ready to receive the next command, it returns the response.
[ACK] [CR]: When receiving Functional Execution Command (0x06, 0x0D)

“ —* [CR]: When the received data cannot be decoded

However, when the address is “FFF”, the projector executes the function but does not

return the response.
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10.2.2. When the command pipelining is needed
When it needs command pipelining, the operation is the same as the remote control as
below:
1) Sending-side system issues commands every 100ms
2) When receiving an applicable command, the function is executed repeatedly for
120ms.
3) When receiving the same command in a row within 120ms, the function is repeatedly
executed for another 120ms from the moment of the second command reception.
4) When there is no incoming command after 120ms, the execution of pipelining is
stopped.
5) When the projector receives other command within 120ms, the execution of pipelining

is stopped.

10.3. Status Read Command with Address
10.3.1. Format
1) PC issues a command in the format as below:

A “CR’ [CR]

or

A “CR_" [CRI

Address: 3-digit number (“001” — “999")

Command: string (Refer to Basic and Expand Serial Commands)

The only projectors that have the address matching with the one in the received data
decode the command, and it returns required data.

[CR]

Required Data: String (Refer to Basic Status Read Commands)

3) When the received data cannot be decoded, it returns “? “ [CR]
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